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1. Text Proposal

----------------Start of the First Change---------------
[bookmark: _Toc467872051][bookmark: _Toc467872195][bookmark: _Toc467872426]10.1.3	Option 4/4a
[bookmark: _Toc467872052][bookmark: _Toc467872196][bookmark: _Toc467872427]10.1.3.1	Architectural aspects
Radio Protocol Architecture for the User Plane is shown below.


Figure 10.1.3.1-1: Radio Protocol Architecture for split bearer and SCG bearer in Option 4/4a
Network interface configurations can be defined in Figure 10.1.3.1-2 and Figure 10.1.3.1-3.


Figure 10.1.3.1-2: C-Plane connectivity for Option 4/4a


Figure 10.1.3.1-3: U-Plane connectivity for Option 4/4a
[bookmark: _Toc467872053][bookmark: _Toc467872197][bookmark: _Toc467872428]10.1.3.2	Procedural aspects
The procedures defined under section 10.1.2.8 (Dual Connectivity operation) in TS 36.300 [12] can be a reference for defining the new Xn based procedures, in which gNB and eLTE eNB connected via Xn are considered to have the role similar to MeNB and SeNB, respectively. The NR new QoS mode defined in section 9 should be taken into account for the new Xn based procedures. 
[bookmark: _Toc467872054][bookmark: _Toc467872198][bookmark: _Toc467872429]NOTE:	The details on the procedures can be defined in the normative phase.
----------------End of the First Change---------------

----------------Start of the Second Change---------------

10.1.4	Option 7/7a
[bookmark: _Toc467872055][bookmark: _Toc467872199][bookmark: _Toc467872430]10.1.4.1	Architectural aspects
Radio Protocol Architecture for the User Plane is shown below. 


Figure 10.1.4.1-1: Radio Protocol Architecture for split bearer and SCG bearer in Option 7/7a
Network interface configurations can be defined in Figure 10.1.4.1-2 and Figure 10.1.4.1-3.


Figure 10.1.4.1-2: C-Plane connectivity for Option 7/7a


Figure 10.1.4.1-3: U-Plane connectivity for Option 7/7a
[bookmark: _Toc467872056][bookmark: _Toc467872200][bookmark: _Toc467872431]10.1.4.2	Procedural aspects
The procedures defined under section 10.1.2.8 (Dual Connectivity operation) in TS 36.300 [12] can be a reference for defining the new Xn based procedures, in which eLTE eNB and gNB connected via Xn are considered to have the role similar to MeNB and SeNB, respectively. The NR new QoS mode defined in section 9 should be taken into account for the new Xn based procedures. 
NOTE:	The details on the procedures can be defined in the normative phase.

----------------End of the Second Change---------------
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