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1
Introduction

This is the stage 3 TP following discussions on R3-171457.
2
TP for stage 3 (38.473)

<<<<<<<<<<<<<<<<<<<< Begin Text Proposal  >>>>>>>>>>>>>>>>>>>>
8
F1AP procedures

8.1
List of F1AP Elementary procedures

Editor’s note: The naming of the procedures and messages below is FFS.

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE

	Measurement 
	MEASUREMENT REQUEST
	MEASUREMENT RESPONSE
	MEASUREMENT FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	Measurement Report
	MEASUREMENT REPORT


<<<<<<<<<<<<<<<<<<<< Second Text Proposal  >>>>>>>>>>>>>>>>>>>>
8.X Measurement report procedures
8.X.1Measurement request
8.X.1.1
General

This procedure is used by an gNB-CU to request the reporting of measurements to gNB-DU.

The procedure uses non UE-associated signalling.

8.X.1.2
Successful Operation
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Figure 8.3.6.2-1: Measurement Request, successful operation

The procedure is initiated with a MEASUREMENT REQUEST message sent from gNB-CU to gNB-DU. Upon receipt, gNB-DU:

-
shall initiate the requested measurement according to the parameters given in the request in case the Registration Request IE set to "start"; or

-
shall stop all cells measurements and terminate the reporting in case the Registration Request IE is set to “stop"; or

-
if supported, stop cell measurements and terminate the reporting for cells indicated in the Cell To Report IE list, in case the Registration Request IE is set to "partial stop"; or

-
if supported, add cells indicated in the Cell To Report IE list to the measurements initiated before for the given measurement IDs, in case the Registration Request IE is set to "add".

If the gNB-DU received a RESOURCE STATUS REQUEST message, which includes the Registration Request IE set to "stop", the Cell To Report IE list shall be ignored.

If the Registration Request IE is set to "start" then the Report Characteristics IE shall be included in RESOURCE STATUS REQUEST message. The eNB2 shall ignore the Report Characteristics IE, if the Registration Request IE is not set to "start".

The Report Characteristics IE indicates the type of objects gNB-DU shall perform measurements on. For each cell, the gNB-DU shall include in the MEASUREMENT REPORT message:

· the Received Random Access Preamble IE, if the first bit, “ Received Random Access Preamble” of the Report 
Characteristics IE included in the MEASUREMENT REQUEST message is set to 1;
-
the PRB usage IE, if the second bit, “PRB Usage” of the Report Characteristics IE included in the MEASUREMENT REQUEST message is set to 1;

-
the Number of active UE IE, if the third bit, “Number of Active UE” of the Report Characteristics IE included in the MEASUREMENT REQUEST message is set to 1;

If the Reporting Periodicity IE is included in the MEASUREMENT REQUEST message, gNB-DU shall use its value as the time interval between two subsequent MEASUREMENT REPORT messages that include the Received Random Access Preamble, PRB usage, or Number of active UE.

If gNB-DU is capable to provide all requested resource status information, it shall initiate the measurement as requested by gNB-CU, and respond with the MEASUREMENT RESPONSE message.

If gNB-DU is capable to provide some but not all of the requested resource status information and the Partial Success Indicator IE is present in the MEASUREMENT REQUEST message, it shall initiate the measurement for the admitted measurement objects and include the Measurement Initiation Result IE in the MEASUREMENT RESPONSE message.

8.X.1.3
Unsuccessful Operation
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Figure 8.3.6.3-1: Measurement request, unsuccessful operation 

If none of the requested measurements can be initiated, gNB-DU shall send a MEASUREMENT FAILURE message. The Cause IE shall be set to an appropriate value e.g. "Measurement Temporarily not Available" or "Measurement not Supported For The Object" for each requested measurement object.

8.X.1.4
Abnormal Conditions

8.X.2
Measurement report
8.X.2.1
General

This procedure is used to send L2 measurement result from gNB-DU to gNB-CU.
8.X.2.2
Successful Operation
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Figure 8.2.1.2-1: Measurement report
The gNB-DU shall report the results of the admitted measurements in MEASUREMENT REPORT message. The admitted measurements are the measurements that were successfully initiated during the preceding Measurement Request procedure, and thus not reported in the Measurement Failed Report Characteristics IE for the concerned cell in the MEASUREMENT RESPONSE message.

Editor’s Note:
Further details are FFS
8.X.2.3
Abnormal Conditions

Editor’s Note:
Further details are FFS
<<<<<<<<<<<<<<<<<<<< Second change >>>>>>>>>>>>>>>>>>>>
9.X
Messages for Support of L2 measurement Procedures
9.x.1 MEASUREMENT REQUEST
This message is sent by an gNB-CU to gNB-DU to initiate the requested measurement according to the parameters given in the message. 

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	C-ifRegistrationRequestStoporPartialStoporAdd
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED(start, stop,

…, partial stop, add)
	Type of request for which the resource status is required.
	YES
	reject

	Report Characteristics
	O
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates measurement object the gNB-DU is requested to report.

First Bit = Received Random 
Access Preambles,

Second Bit = PRB usage,

Third Bit = Number of Active UEs,

Other bits shall be ignored by the gNB-DU.
	YES
	reject

	Cell To Report
	
	1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellinDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	
	
	–
	–

	Reporting Periodicity
	O
	
	ENUMERATED(1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of Received Random 
Access Preambles,

PRB usage, Number of Active UEs,


	YES
	ignore

	Partial Success Indicator
	O
	
	ENUMERATED(partial success allowed, ...)
	Included if partial success is allowed
	YES
	ignore


9.X.2 MEASUREMENT RESPONSE
This message is sent by the gNB-DU to indicate that the requested measurement, for all or for a subset of the measurement objects included in the measurement is successfully initiated.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	Criticality Diagnostics
	O
	
	
	
	YES
	ignore

	Measurement Initiation Result
	
	0..1
	
	List of all cells in which measurement objects were requested, included when indicating partial success
	YES
	ignore

	>Measurement Initiation Result Item
	
	1 .. <maxCellinDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	
	
	–
	–

	>>Measurement Failure Cause List
	
	0..1
	
	Indicates that gNB-DU could not initiate the measurement for at least one of the requested measurement objects in the cell
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates measurement object that failed to be initiated in the gNB-DU. First Bit = Received Random 
Access Preambles,

Second Bit = PRB usage,

Third Bit = Number of Active UEs,

Other bits shall be ignored by the gNB-CU.
	–
	–

	>>>>Cause
	M
	
	
	Failure cause for measurement objects for which the measurement cannot be initiated
	–
	–


9.x.3
MEASUREMENT FAILURE
This message is sent by the gNB-DU to indicate that for none of the requested measurement objects the measurement can be initiated.

Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	reject

	gNB-CU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-CU
	YES
	reject

	gNB-DU Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by gNB-DU
	YES
	reject

	Cause
	M
	
	
	Ignored by the receiver when the Complete Failure Cause Information IE is included
	YES
	ignore

	Criticality Diagnostics
	O
	
	
	
	YES
	ignore

	Complete Failure Cause Information
	
	0..1
	
	Complete list of failure causes for all requested cells
	YES
	ignore

	>Complete Failure Cause Information Item
	
	1 .. <maxCellinDU>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	
	
	–
	–

	>>Measurement Failure Cause List
	
	1
	
	
	–
	–

	>>>Measurement Failure Cause Item
	
	1 .. <maxFailedMeasObjects>
	
	
	EACH
	ignore

	>>>>Measurement Failed Report Characteristics
	M
	
	BITSTRING

(SIZE(8))
	Each position in the bitmap indicates measurement object that failed to be initiated in the gNB-DU. First Bit = Received Random 
Access Preambles,

Second Bit = PRB usage,

Third Bit = Number of Active UEs,

Other bits shall be ignored by the gNB-DU.
	–
	–

	>>>>Cause
	M
	
	9.2.6
	Failure cause for measurements that cannot be initiated
	–
	–


9.X.4
MEASUREMENT REPORT
This message is sent by the gNB-DU to the gNB-CU to report the L2 measurement result.

Direction: gNB-DU ( gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	
	
	YES
	reject

	Cell Measurement Result 
	M
	
	
	
	YES
	reject

	> Cell Measurement Result Item IEs
	
	1 .. <maxnoofCells>
	
	
	
	

	>>Cell ID 
	M
	
	
	
	
	

	>> Received Random 
Access Preambles
	O
	
	
	
	
	

	>>Measurement Result 
per QCI 
	
	1 .. <maxnoofQCI>
	
	
	
	

	>>> QCI
	M
	
	
	
	
	

	>>> PRB usage
	O
	
	
	
	
	

	         >>> Number of Active UEs
	O
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