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1. Introduction
Based on R3-171498 from RAN3#96, we intend to provide TP about “Bearer Option Selection Principles for 5GC based MR-DC” against TS 37.340. 
2. TP for TS 37.340
x.y General Principles for 5GC based MR-DC

1. To take the “QOS Flow level” offloading granularity over NG-U/Xn-U as the baseline. When 5GC based MR-DC is configured, single PDU session can anchor on both MN and SN;

2. For the QOS Flows anchoring on MN, some QOS Flows may be mapped onto MCG bearers, meanwhile some others may be mapped onto MCG split bearers;
For the QOS Flows anchoring on SN, some QOS Flows may be mapped onto SCG bearers, meanwhile some others may be mapped onto SCG split bearers;
3. The MN decides which QOS Flows among single PDU session anchors on MN or SN.
4. If anchored on MN, MN shall further decide how that QOS Flow is mapped onto which MCG bearer or MCG split bearer.
If anchored on SN, SN shall further decide how that QOS Flow is mapped onto which SCG bearer or SCG split bearer.
5. For QOS Flows anchored on the MN and mapped onto MCG split bearers, MN informs SN about the QOS Flow level QOS division suggestion, but nothing about the local QOS Flows –> MCG (split) bearers mapping relation.
6. For QOS Flows anchored on the SN and mapped onto SCG split bearers, SN informs MN about the QOS Flow level QOS division result, but nothing about the local QOS Flows –> SCG (split) bearers mapping relation.
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