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1 Introduction

Here is the text proposal on inter-RAT handover based on the discussion in R3-171626 [1].
Text Proposal
9.2.1.x
Source To Target Transparent Container

The Source to Target Transparent Container IE is an information element that is used to transparently pass radio related information from the handover source to the handover target through the core network; it is produced by the source RAN node and is transmitted to the target RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Source to Target Transparent Container
	M
	
	OCTET STRING
	This IE includes a transparent container from the source RAN node to the target RAN node.

The octets of the OCTET STRING are encoded according to the specifications of the target system.


9.2.1.y
Target To Source Transparent Container

The Target to Source Transparent Container IE is an information element that is used to transparently pass radio related information from the handover target to the handover source through the core network; it is produced by the target RAN node and is transmitted to the source RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Target to Source Transparent Container
	M
	
	OCTET STRING
	This IE includes a transparent container from the target RAN node to the source RAN node. The octets of the OCTET STRING are coded according to the specifications of the target system.


9.2.1.z
Handover Type

This IE indicates which kind of handover was triggered in the source side.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Type
	M
	
	ENUMERATED (IntraNR, NRtoLTE-EPC, NRtoLTE-5GC, LTEtoNR)
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