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1 Introduction
This is the text proposal for R3-171670.
2 Text proposal for TS 38.413
--------------------------------------------Start of text proposal 1---------------------------------------------

8.x

UE Unreachable Notification Procedure
8.x.1
General

The purpose of the UE Unreachable Notification procedure is to indicate to the NGC that the UE is detected as unreachable at the RAN.
8.x.2
Successful Operation
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Figure 8.x-1: UE Unreachable Notify
The gNB shall send the UE UNREACHABLE NOTIFY message to the NGC when the UE has been identified as unreachable at the RAN.
The UE UNREACHABLE NOTIFY message shall contain at least UE ID IE. In case the UE ID IE is received in the UE UNREACHABLE NOTIFY message, the NGC shall, if supported, use it as specified in TS 23.xxx [x].
8.x.3
Abnormal Conditions

Not applicable.
-----------------------------------------------End of text proposal 1-------------------------------------------
--------------------------------------------Start of text proposal 2---------------------------------------------

9.1.x
UE UNREACHABLE NOTIFY
This message is sent by both the gNB and is used to indicate NGC that the UE is detected as unreachable at the RAN.

Direction: gNB ( NGC
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<ref>
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	<ref>
	
	YES
	ignore

	gNB UE NGAP ID 
	M
	
	<ref>
	
	YES
	ignore

	Cause
	O
	
	<ref>
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	<ref>
	
	YES
	ignore


-----------------------------------------------End of text proposal 2-------------------------------------------
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