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1. Introduction
This paper discuss to add the RRC Resume Cause IE in the PATH SWITCH REQUEST message as an essential correction from Rel-13 onwards.
2. Discussion
It is understood that the MME needs to know the reason for the RRC connection resume as was discussed in RAN3#93bis meeting R3-162258. This is not only for to inform the PDN GW of the UE’s use of MO Exception Data to update CDR accordingly, but also can be for the reason to perform NAS level congestion control.
In R3-162614 in RAN3#93bis, the RRC Resume Cause IE was added to UE CONTEXT RESUME REQUEST message. But in case that an RRC connection is resumed in an eNB (the new eNB) different from the one where the connection was suspended (the old eNB), instead of UE CONTEXT RESUME REQUEST message, PATH SWITCH REQUEST message is used as specified in TS36.300 Figure 20.2.2.19-1.
Since the use of the reason of the RRC connection resume in MME should not be different from either reception of UE CONTEXT RESUME REQUEST message or PATH SWITCH REQUEST message, it is then reasonable to add the RRC Resume Cause IE into PATH SWITCH REQUEST message from Rel-13 as an essential correction.
3. Conclusion and Proposal
This paper discuss the need of having RRC Resume Cause IE in the PATH SWITCH REQUEST message
Proposal: it is proposed to agree to add RRC Resume Cause IE in the PATH SWITCH REQUEST message from Rel-13 onwards.
CRs are provided.
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Annex
36.413
9.2.1.3a
RRC Establishment Cause

The purpose of the RRC Establishment Cause IE is to indicate to the MME the reason for RRC Connection Establishment or RRC Connection Resume as received from the UE in the EstablishmentCause, EstablishmentCause-NB or ResumeCause defined in TS 36.331 [16].

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RRC Establishment Cause
	M
	
	ENUMERATED(emergency,

highPriorityAccess,

mt-Access,

mo-Signalling,

mo-Data, …,delayTolerantAccess, mo-VoiceCall, mo-ExceptionData)
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Figure 20.2.2.19-1: Retrieve UE Context procedure (highlighted in blue). Successful case
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