Page 错误!不能以指定格式显示编号。


NB3GPP TSG RAN WG3 Meeting #96
R3-171847
Hangzhou, China, 15th -19th May 2017
Agenda Item:
10.11.4
Source: 
Huawei
Title:
TP of RRC message transfer on F1
Document for:
Discussion and Decision
1 Introduction
This paper provides text proposal of RRC message transfer on F1 to 38.470 based on the proposals in [1].
2 Reference

[1]
R3-171846, F1AP procedures design for RRC Connection Setup, Huawei
3 Text Proposal
/**********************Start of TP***************************/

5.x RRC message transport
The RRC message transport function on F1AP comprises of following procedures:

· Initial UE message
· Downlink RRC message transport
· Uplink RRC message transport.
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Figure 5.x.1: Initial UE message procedure
The Initial UE Message on F1AP is to forward the initial UE RRC message to the gNB-CU.
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Figure 5.x.2: Uplink RRC message transport procedure
The Uplink RRC message transport on F1AP is to transport the UE specific RRC messages from gNB-DU to gNB-CU.
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Figure 5.x.3: Downlink RRC message transport procedure
The Downlink RRC message transport on F1AP is to transport the UE specific RRC messages from gNB-CU to gNB-DU.
/**********************End of TP***************************/
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