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<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>

19.2.2.25
Connection Establishment Indication procedure
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Figure 19.2.2.25-1: Connection Establishment Indication procedure

The Connection Establishment Indication procedure enables the MME to provide information to the eNB to complete the establishment of the UE-associated logical S1-connection 
-
either after receiving INITIAL UE MESSAGE message
-
or after receiving UE CP CONTEXT RELOCATION message, 
if the MME has no NAS PDU to send in DL in case of Control Plane CIoT EPS Optimization.
The UE Radio Capability may be provided from the MME to the eNB in this procedure. If the UE radio capability is not included, this may trigger the eNB to request the UE Radio Capability from the UE and to provide it to the MME in the UE CAPABILITY INFO INDICATION message.
This procedure is initiated by the MME.

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

19.2.2.a
UE CP Context Relocation Indication 
The UE CP Context Relocation Indication procedure is only applicable for UEs that support Control Plane CIoT EPS optimizations and for which no E-RABs have been setup. The purpose of the UE CP Context Relocation procedure is to initiate the establishment of the UE-associated logical S1-connection after UE Context data has been successfully retrieved from a previously serving eNB (the old eNB).
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Figure 19.2.2.a-1: UE CP Context Relocation procedure (highlighted in blue)
19.2.2.b
UE CP Context Verification 
The UE CP Context Verification procedure is only applicable for UEs that support Control Plane CIoT EPS optimizations and for which no E-RABs have been setup. 
The purpose of the UE CP Context Verification procedure is to verify the NAS security of the UE by the MME.
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Figure 19.2.2.a-1: UE CP Context Verification procedure
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

20.2.2.a
UE CP Context Indication
The UE CP Context Indication procedure is only applicable for UEs that support Control Plane CIoT EPS optimizations and for which no DRBs have been configured. The purpose of the UE CP Context Indication procedure is to transfer UE Context data of an applicable UE that expierenced radio link failure, from the previously serving eNB (the old eNB) to the eNB where the UE triggered the RRCConnectionReestablishment procedure (the new eNB).

When the new eNB receives the RRCConnectionReestablishmentRequest message it triggers the Radio Link Failure Indication procedure. If the old eNB is able to retrieve the UE Context, and to be indicated that the successful verification of the UE, it triggers the UE CP Context Indication procedure. In case the old eNB cannot find UE Context Information or it is indicated that the unsucessful verificaion of UE, the UE CP CONTEXT INDICATION message doesn’t contain UE Context data but a failure indication.
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Figure 20.2.2.b-1: UE CP Context Indication procedure (highlighted in blue).
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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