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TP for 38.420
5
Xn interface procedures

Editor’s note: This clause captures the Xn interface procedures
5.1
General

5.2
Control plane protocol procedures

Editor’s note: This clause captures the control plane protocol and respective procedures
<<<<<<<<<<<<<<<<<<<< Text Proposals Begin >>>>>>>>>>>>>>>>>>>>
5.2.x
Retrieve UE Context
The purpose of the Retrieve UE Context procedure is to retrieve the UE context for a UE which attempts to resume its RRC connection in a gNB (the new gNB) different from the gNB (the old gNB) where the UE was sent to RRC Inactive state.
5.2.y
RAN Paging 

The purpose of the RAN Paging procedure is to enable a gNB to trigger RAN paging in another gNB within RAN Notification Area (RNA) for a UE in RRC Inactive state.  

5.2.z
Forwarding Tunnel Information 

The purpose of the Forwarding Tunnel Information procedure is to enable a gNB to provide the necessary GTP Tunnel Information to another gNB to be used for data forwarding. 
<<<<<<<<<<<<<<<<<<<< Text Proposals End >>>>>>>>>>>>>>>>>>>>
5.3
User plane protocol procedures

Editor’s note: This clause captures the user plane protocol and respective procedures

TP for 38.401

<<<<<<<<<<<<<<<<<<<< Text Proposals Begin >>>>>>>>>>>>>>>>>>>>
9.3
 Xn interface
Editor Note: This subclause shows overall Xn interface e.g. function description
9.3.x
Functions of the Xn interface protocols
9.3.x.x
General
The following clauses describe the functions supported in Xn interface.
9.3.x.x
Xn functions

9.3.x.x.x Retrieve UE Context function
The retrieve UE context function is used for a gNB to retrieve UE context from another one.
9.3.x.x.x RAN Paging function
The RAN paging function allows a gNB to initiate the paging for a UE in the inactive state.38.420re to be removed, the greem texts are new added.



































































9.3.x.x.x Data Forwarding function38.420re to be removed, the greem texts are new added.



































































The data forwarding function supports the data forwarding between the gNBs via Xn interface.
<<<<<<<<<<<<<<<<<<<< Text Proposals End >>>>>>>>>>>>>>>>>>>>
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