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Summary
R3-171492 Baseline TP for the RAN2 TR (Huawei) pCRr, TS 36.746 v0.0.1, Rel-14, Cat. Endorsed as BL
CB: # D2D4_Group_ident

Take 2nd sentence from 1749 for inclusion in solution TP (revising needed)
-  check offline

(E///)

R3-171959
CB: # D2D2_Conclusions

-  reword conclusions according to proposal from E///

-add “preliminary”, “further details”, “whether to standardize” “may be discussed”

 To be captured in conclusions TP: Further work on inter-relay scenario may be taken depending on RAN2 progress
-  check offline
Rev in R3-171957 (Huawei)
CB: # D2D3_Solutions

-  include TP from 1656 (ZTE) following discussion and checking, and removing non-RAN3 info

- Include TP from 1959

-  check offline

(HW)

R3-171958
Final TP in R3-171960 (HW) – includes conclusions TP and solutions TP
Agenda

	Tdoc
	Title
	Comments

	19. Further Enhancements to LTE Device to Device, UE to Network Relays for IoT and Wearables (RAN2-led) SI

SID [FS_feD2D_IoT_relay_wearable]: RP-161839 (target: RAN#77) [TU: 1]

	R3-171417
	LS on QoS support of UE-to-Network Relay over LTE sidelink (3GPP WG RAN2, Huawei)
	LS in

noted

	R3-171422
	LS on paging remote UEs over relays (3GPP WG RAN2, Huawei)
	LS in

noted

	R3-171492
	Basline TP for the RAN2 TR (Huawei)
	pCRr, TS 36.746 v0.0.1, Rel-14, Cat. 

Endorsed as BL

	R3-171527
	Consideration on solutions of group mobility (Huawei)
	Discussion

-Include relationship info between remote and relay UEs in current HO procedure
-Group HO Req / Ack
noted

	R3-171528
	TP for solution 3-1 and 3-2 (Huawei)
	other

can add list of UE IDs in HO req, instead of relationship
Modify S1AP messages?

Noted

CB: # D2D3_Solutions

-  include TP from 1656 following discussion and checking, and removing non-RAN3 info

- Include TP from 1959

(HW)

R3-171958

	R3-171529
	TP for Conclusion of FeD2D Wearable Study (Huawei)
	other

TP for conclusion
Noted

-add “preliminary”, “further details”, “whether to standardize” “may be discussed”
 To be captured in conclusions TP: Further work on inter-relay scenario may be taken depending on RAN2 progress
CB: # D2D2_Conclusions

-  reword conclusions according to proposal from E///

(Huawei)

Rev in R3-171957 (Huawei)

	R3-171654
	Relay to Relay Path Switch in feD2D (ZTE Corporation)
	discussion

Relay-to-relay path switch (intra- and inter-eNB)
noted

	R3-171655
	TP for Relay to Relay Path Switch in feD2D (ZTE Corporation)
	discussion

noted
-New scenarios

-inter-relay scenarios are down-prioritized

To be captured in conclusions TP: Further work on inter-relay scenario may be taken depending on RAN2 progress
noted

	R3-171656
	TP to update solution 2a-2 in feD2D (ZTE Corporation)
	discussion

highlight RAN3 impacts of 2a-2
to be further checked and included in TP by rapporteur

	R3-171749
	Group Mobility for Wearable Devices (Ericsson)
	discussion

How to identify a group of UEs from the eNB perspective
Correlate e.g. radio, location, dynamic, sidelink info

-In SI we discuss only remote and relay UEs

-Out of RAN3 scope?

Where is UE Grouping identified?

include 2nd sentence in TP (revising needed)
CB: # D2D4_Group_ident

-  

(E///)

R3-171959
noted

	R3-171750
	Group Mobility Solution - Text Proposal (Ericsson)
	other

noted

	1) Include relationship info between remote and relay UEs in current HO procedure

-Can add list of UE IDs instead of explicit relationship info

2) Group HO Req / Ack

-Other info is common?

-Bearer management?

-Admission control in target eNB? Both remote and relay UE

Keep path switch procedure as it is

R3-171960 (HW) includes conclusions TP and solutions TP
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