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Summary of offline discussion on F1 interface
This document provides a summary of the offline discussion on F1 interface at RAN3#96.
1. UE associated functions controlled by: 
· Central unit (CU):
1) RRC protocol termination 
· Generates RRC messages (e.g., UE measurement configuration)
2) UE context management 
3) Bearer management function
4) CU takes inter-DU HO decision
5) CU takes intra-DU HO decision (i.e., cell-change) (FFS)
· Distributed unit (DU):
1) No RRC ASN.1 encode/decode (toward UE)
2) Retransmission of lost PDCP-PDU (e.g., radio link outage) (FFS)
3) Semi-static resource assignment (e.g., dedicated PUCCH resources) (FFS)
2. Non-UE associated functions controlled by:
· Controlled by CU:
1) SI management (FFS)
2) PF, PO, PA calculation (FFS)
3) Cell management function (e.g., cell setup) (FFS)
· Controlled by DU:
1) Basic set of SI management (FFS)
· Sent directly to UE or via CU (FFS)
2) PF, PO, PA calculation (with info from CU) (FFS)
3) Cell management by OAM (e.g., cell setup) (FFS)
4) gNB-DU measurement (FFS)
· Controlled by both:
1) F1 interface management (e.g., setup (FFS), error indication, reset)
2) Load management (FFS)
3) Others…
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