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	Reason for change:
	The behaviour about “Roaming and Access Restriction” for EN-DC case is still missing.

	
	

	Summary of change:
	To add up the behaviour references about “Roaming and Access Restriction” for EN-DC. (Taking WF2 as references in R3-172653!)
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/////////////////////////////////////////////////////////////////////  TP Start for 37.340  /////////////////////////////////////////////////////////////////////////

11.1
Roaming and Access Restrictions

Editor’s note: the description detail needs further check, e.g., whether more restriction information is needed.
The principles for conveying roaming and access restriction info for EN-DC are described in TS 36.300 [x].
The principles for conveying roaming and access restriction info for 5GC based MR-DC are described in TS 38.300 [3].
/////////////////////////////////////////////////////////////////////  TP Stop for 37.340  /////////////////////////////////////////////////////////////////////////

Below part is just for information: another alternative TP (WF1 in R3-172653):

/////////////////////////////////////////////////////////////////////  TP Start for 37.340  /////////////////////////////////////////////////////////////////////////

11.1
Roaming and Access Restrictions

Editor’s note: the description detail needs further check, e.g., whether more restriction information is needed.
The principles for conveying roaming and access restriction info for MR-DC are described in TS 36.300[x] and TS 38.300 [3].
SCG (re)selection for EN-DC at the SgNB is based on roaming and access restriction information in SgNB. If roaming and access restriction information is not available at the SgNB, the SgNB shall consider that there is no restriction for SCG (re)selection. Therefore, MeNB needs to convey the up-to-date roaming and access restriction information to SgNB via X2AP messages.
SCG (re)selection for 5GC based MR-DC at the SN is based on roaming and access restriction information in SN. If roaming and access restriction information is not available at the SN, the SN shall consider that there is no restriction for SCG (re)selection. Therefore, MN needs to convey the up-to-date roaming and access restriction information to SN via XnAP messages.
/////////////////////////////////////////////////////////////////////  TP Stop for 37.340  /////////////////////////////////////////////////////////////////////////
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