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/////////////////////////////////////////////////////////////////////  TP Start for 38.413  /////////////////////////////////////////////////////////////////////////

9.3.1.10
PDU Session Resource Setup Response List 
Editor’s Note:
The grouping of SM-related IEs using an NGAP SM container transparent to the AMF is subject to confirmation. IE structure need further checking and completion. Further details FFS. 

Editor’s Note:
The name PDU Session Resource is to be confirmed. 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDU Session Resource Setup Response List
	
	1
	
	
	
	

	>PDU Session Resource Setup Response Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>NAS-PDU (FFS)
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI 
	O
	
	<ref>
	
	-
	

	>>PDU Session Setup Response Transfer 
	O
	
	<ref>
	This IE includes a container from the RAN to the SMF node transparently to the AMF as per section <ref>.
	-
	

	PDU Sessions Failed to Setup List
	
	
	
	
	
	

	>PDU Sessions Failed to Setup Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	


9.2.1.4
PDU SESSION RESOURCE RELEASE RESPONSE

Editor’s Note:
The grouping of SM-related IEs using an NGAP SM container transparent to the AMF is subject to confirmation. Further details FFS.

This message is sent by the gNB as a response to the request to release already established PDU session resources for a given UE.

Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	PDU Session Resource Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI [FFS]
	O
	
	<ref>
	
	YES
	reject

	PDU Session Resource Failed to Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Failed to Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI [FFS]
	O
	
	<ref>
	
	YES
	reject

	>>PDU Session Release Response Transfer
	M
	
	<ref>
	This IE includes a container from the RAN to the SMF node transparently to the AMF.
	YES
	reject

	>>QoS Flows Failed To Release List
	O
	
	QoS Flow List
<ref>
	
	YES
	ignore

	User Location Information
	O
	
	<ref>
	
	YES
	ignore

	Criticality Diagnostics 
	O
	
	9.3.1.3
	
	YES
	ignore
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