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8.3.12
X2 Removal

8.3.12.1
General

The purpose of the X2 Removal procedure is to remove the signaling connection between two eNBs in a controlled manner. If successful, this procedure erases any existing application level configuration data in the two nodes.

The procedure uses non UE-associated signaling.
8.3.12.2
Successful Operation
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Figure 8.3.12.2-1: X2 Removal, successful operation
An eNB1 initiates the procedure by sending the X2 REMOVAL REQUEST message to a candidate eNB2. Upon reception of the X2 REMOVAL REQUEST message the candidate eNB2 shall reply with the X2 REMOVAL RESPONSE message. After receiving the X2 REMOVAL RESPONSE message, the initiating eNB1 shall initiate removal of the TNL association towards eNB2 and may remove all resources associated with that signaling connection. The candidate eNB2 may then remove all resources associated with that signaling connection.

If the X2 Removal Threshold IE is included in the X2 REMOVAL REQUEST message, the candidate eNB2 shall, if supported, accept to remove the signalling connection with eNB1 if the X2 Benefit Value of the signalling connection determined at the candidate eNB2 is lower than the value of the X2 Removal Threshold IE.
If the X2 TNL Configuration Info IE is included in the X2 REMOVAL REQUEST, the candidate eNB2.shall, if supported, proceed as described in TS 36.300 [], and may include the X2 TNL Configuration Info IE in the X2 REMOVAL RESPONSE to indicate that it accepts to establish a new TNL association using the information in the respective IEs.
>>>>>>>>>>>>>>>>>>

NEXT CHANGE


<<<<<<<<<<<<<<<<<<<
9.1.2.25
X2 REMOVAL REQUEST

This message is sent by an eNB to a neighbouring eNB to initiate the removal of the signaling connection.

Direction: eNB1 ( eNB2.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	X2 Removal Threshold
	O
	
	X2 Benefit Value 9.2.90
	
	YES
	reject

	X2 TNL Configuration Info
	O
	
	9.2.X
	X2 TNL Configuration Info (eNB1).
	YES
	reject


9.1.2.26
X2 REMOVAL RESPONSE

This message is sent by an eNB to a neighbouring eNB to acknowledge the initiation of removal of the signaling connection.

Direction: eNB2 ( eNB1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Global eNB ID
	M
	
	9.2.22
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	X2 TNL Configuration Info
	O
	
	9.2.X
	X2 TNL Configuration Info (eNB2).
	YES
	reject


>>>>>>>>>>>>>>>>>>

NEXT CHANGE


<<<<<<<<<<<<<<<<<<<
9.2.X
X2 TNL Configuration Info

The X2 TNL Configuration Info IE is used for signalling X2 TNL Configuration information for X2 SCTP association establishment.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	eNB X2 Transport Layer Addresses
	
	1 .. <maxnoofeNBX2TLAs>
	
	
	
	

	>Transport Layer Address
	M
	
	BIT STRING (1..160, ...)
	Transport Layer Addresses for X2 SCTP end-point.
	
	

	eNB X2 Extended Transport Layer Addresses
	
	0 .. <maxnoofeNBX2ExtTLAs>
	
	
	YES
	ignore

	>IP-Sec Transport Layer Address
	O
	
	BIT STRING (1..160, ...)
	Transport Layer Addresses for IP-Sec end-point.
	-
	-

	>eNB GTP Transport Layer Addresses
	
	0 .. <maxnoofeNBX2GTPTLAs>
	
	
	-
	-

	>>GTP Transport Layer Address
	M
	
	BIT STRING (1..160, ...)
	GTP Transport Layer Addresses for GTP end-points (used for data forwarding over X2).
	-
	-

	eNB Indirect X2 Transport Layer Addresses
	
	0 .. <maxnoofeNBX2TLAs>
	
	
	YES
	ignore

	>Transport Layer Address
	O
	
	BIT STRING (1..160, ...)
	Transport Layer Addresses for Indirect X2 SCTP end-point.
	
	


	Range bound
	Explanation

	maxnoofeNBX2TLAs
	Maximum no. of eNB X2 Transport Layer Addresses for an SCTP end-point. Value is 2.

	maxnoofeNBX2ExtTLAs
	Maximum no. of eNB X2 Extended Transport Layer Addresses in the message. Value is 16.

	maxnoofeNBX2GTPTLAs
	Maximum no. of eNB X2 GTP Transport Layer Addresses for an GTP end-point in the message. Value is 16.
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