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1
Introduction
At the RAN3 NR#2 Adhoc meeting, it was agreed in R3-172646 that an NG-RAN node is either a gNB (providing NR access) or an ng-eNB (providing E-UTRA access).

This paper provides a text proposal for TS 38.413 to address the impacts on the NG-RAN node identifier.
Proposal:
The NG SETUP REQUEST message contains a Global RAN Node ID IE, which is an ASN.1 CHOICE of Global gNB ID IE or Global ng-eNB ID IE.
2
Text Proposal for TS 38.413 V0.2.1
Start of Text Proposal
9.2.6.1
NG SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the gNB to transfer application layer information for an NG-C interface instance.
Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.xx
	
	YES
	reject

	gNB Name
	O
	
	PrintableString
(SIZE(1..150,…))
	FFS
	YES
	ignore

	Supported TAs
	
	1..<maxnoofTACs>
	
	Supported TAs in the gNB.
eNote: TAs applicable for 5G as well
	GLOBAL
	reject

	>TAC
	M
	
	<ref>
	Broadcast TAC
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	-
	

	>>PLMN Identity
	M
	
	9.3.3.1
	
	
	

	>>TAI Slice Support List
	O
	
	Slice Support List

<ref>
	Supported S-NSSAIs per TA. FFS if temporarily unavailable status of S-NSSAI need to be considered.
	YES
	ignore

	Default Paging DRX
	M
	
	<ref>
	eNote: assumption that this is common for NR and E-UTRA. (to be verified with RAN2 and is FFS)
	YES
	ignore


	Range bound
	Explanation

	
	


Next Change
9.3.1.xx
Global RAN Node ID
This IE is used to globally identify an NG RAN node (see TS 38.300 [8]).

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NG-RAN node
	M
	
	
	

	>gNB
	
	
	
	

	>>Global gNB ID
	M
	
	9.3.1.5
	

	>ng-eNB
	
	
	
	

	>>Global ng-eNB ID
	M
	
	<ref>
	


End of Text Proposal
