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1 Introduction

In RAN2 SI stage, a new function named PDCP duplication was discussed to support the reliable data transmission, and some related descriptions can be found in TR38.804 as follows [1]: 
	The main services and functions of the PDCP sublayer for the user plane include:
…
-
Duplication of PDCP PDU in case of multi-connectivity and CA.

…
The main services and functions of the PDCP sublayer for the control plane include:
…
-
Duplication of PDCP PDU in case of multi-connectivity and CA.
For DL and UL PDCP PDU, PDCP duplication to more than one logical channel is used for Carrier Aggregation so that the duplicated PDCP PDUs are sent over different carriers.

NOTE 2:
It is FFS whether the PDCP PDU duplication for CA is realised by a single or two MAC entities.


During the WI stage, RAN2 made some agreements on PDCP duplication in CA case as follows:
	Agreements:
…
4: PDCP duplication solution for CA requires only one MAC entity.
5:  logical channel mapping restrictions need to be introduced to handle duplicates in within one MAC entity (CA)

	Agreements for duplication in CA case
1
Duplication on a single carrier will not be supported
2
RRC configured mapping of the 2 duplicate LCHs to different carriers will be supported (One carrier cannot have both of the duplicate LCHs mapped to it)
3
Duplicated PDCP PDUs are submitted to two different RLC entities

	Agreements
1:
CA packet duplication is not applied to LTE CA of EN-DC.
2: 
In the EN-DC and NG-EN-DC case, CA packet duplication can only be configured for SCG bearer. In the NE-DC case, CA packet duplication can only be configured for the MCG bearer.
3: 
In the NR-NR DC case, CA packet duplication can only be configured for non-split bearer.


It can be observed that PDCP duplication, as the function of PDCP layer, can be supported in CA case, and the duplicated PDCP PDU will be submitted to two different RLC entities, respectively, regardless of MR-DC case or standalone case. In this contribution, we will address bearer management to support PDCP duplication in CA case under high layer split framework. 
2 Discussion 
In NR, some services may have high reliability requirement, and the channel status of the serving cell may not achieve this requirement alone. Thus, RAN2 discussed PDCP duplication so that the PDCP PDU can be duplicated and transmitted via two different carriers between gNB and UE. This function can be supported in both multi-connectivity and CA cases. According to latest RAN2 agreements, the PDCP duplication in CA case can be performed at UE side as shown in Fig. 1. For UL, an PDCP PDU belonging to the DRB enabling PDCP duplication function will be duplicated in PDCP layer and then transmitted to two different RLC entities. After that, the packet is conveyed to the same MAC via two different logical channels. At MAC layer, the logical channel mapping restriction indicates that the packet from logical channel 1 can be transmitted to carrier 1 only, while that from logical channel 2 can be sent via carrier 2 only. Similar procedure can be observed for DL case. From the figures, we can observe that PDCP duplication is one of PDCP layer functions. 
Observation: PDCP duplication is a PDCP layer function. 
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Fig. 1 PDCP duplication at UE side for CA case

Under high layer split framework, PDCP layer is located at gNB-CU (Note that, depending on scenario, the name may be different. In this paper, we use the name in standalone scenario as an example), and RLC/MAC/PHY layers are located at gNB-DU. Thus, how to transmit duplicated PDCP PDU over F1 interface is an open issue. Since PDCP duplication is regarded as the PDCP layer function, the PDCP PDU duplication should be handled in gNB-CU. 
Proposal 1: PDCP duplication is implemented in gNB-CU. 

Taking the DL DRB transmission as an example, the duplicated PDCP PDU can be transmitted over F1 via two different methods, as shown in Fig. 2.
· Method 1: duplicated PDCP PDU over two different F1-U tunnels

In this method, as shown in Fig. 2 (a), for the same DRB, the two duplicated PDCP PDUs from PDCP layers are transmitted from gNB-CU to gNB-DU over two different F1-U tunnels. Thus, different from the intuitive understanding of one-to-one mapping between DRB and F1-U tunnel, this method allows that two F1-U tunnels can be set up for one DRB between gNB-CU and one gNB-DU. With this method, the gNB-DU is unnecessary to identify the duplicated PDCP PDUs. 

· Method 2: duplicated PDCP PDU over one F1-U tunnels   
In this method, as shown in Fig. 2(b), for the same DRB, the two duplicated PDCP PDUs are transmitted through the same F1-U tunnel. Thus, gNB-DU needs to identify two duplicated PDCP PDUs and then submitted them to two different RLC entities. To achieve this, the two duplicated PDCP PDUs can be marked with the same sequence number when transmitting over F1 interface. In this method, some enhancements over F1 interface (e.g., F1-U protocol, or GTP-U protocol) may be needed, and also the gNB-DU should provide the duplicated PDCP PDU detection function. 
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Fig. 2 Duplicated PDCP PDU transmission over F1-U

Similarly, the UL data transmission over F1 also has such two options. Technically, both methods are workable, and enable the transmission of duplicated PDCP PDU. In Method1, two F1-U tunnels should be configured for one DRB between gNB-CU and one gNB-DU. While in Method2, the F1 interface should be enhanced to mark the same sequence number and the gNB-DU needs the function of detecting the two duplicated PDCP PDUs. In addition, compared to Method 1, Method 2 doubles the bandwidth requirement of one tunnel. It may increase the probability of congestion and disobey the intention of PDCP duplication. Thus, we prefer to Method 1.
Proposal 2: F1 interface should support transmitting duplicated PDCP PDUs of one DRB to the same gNB-DU via two F1-U tunnels.  
To support this, one DRB supporting with PDCP duplication can be configured with two GTP tunnels to the same gNB-DU when establishing, modifying such DRB. At current stage, we understand that the bearer related information can be included to support F1 UE context management function and the bearer management function. Thus, the tunnel information indicating PDCP duplication can be contained in CONTEXT SETUP REQUEST/RESPONSE, CONTEXT MODIFICATION REQUEST/RESPONSE, BEARER SETUP REQUEST/RESPONSE, BEARER MODIFICATION REQUEST/RESPONSE messages. Taking DRB addition case as an example, the DRB context may contain:
- In CONTEXT SETUP REQUEST message 

	>DRB To Be Added List
	
	0..1
	
	
	–
	–

	>>DRB To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>DRB ID
	M
	
	
	
	
	

	        >>> DRB QoS related information 
	
	
	
	
	
	

	>>> gNB-CU GTP Tunnel Endpoint
	M
	
	
	
	–
	–

	>>> gNB-CU GTP Tunnel Endpoint 2 
	O
	
	
	Present when PDCP duplication in CA case is configured
	–
	–


· In CONTEXT SETUP RESPONSE message

	>DRB Admitted To Be Added List
	
	0..1
	
	
	–
	–

	>>DRB Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>DRB ID
	M
	
	
	
	
	

	        >>> DRB QoS related information 
	
	
	
	
	
	

	>>> gNB-DU GTP Tunnel Endpoint
	M
	
	
	
	–
	–

	>>> gNB-DU GTP Tunnel Endpoint 2 
	O
	
	
	Present when PDCP duplication in CA case is configured
	–
	–


Proposal 3: for bearer configured with PDCP duplication in CA case, the bearer context should include two GTP-U tunnel endpoints in bearer management function. 
3 Conclusions
In this contribution, we discuss the support of PDCP duplication under high layer split framework, and we propose:

Observation: PDCP duplication is a PDCP layer function.
Proposal 1: PDCP duplication is implemented in gNB-CU.
Proposal 2: F1 interface should support transmitting duplicated PDCP PDUs of one DRB to the same gNB-DU via two F1-U tunnels.
Proposal 3: for bearer configured with PDCP duplication in CA case, the bearer context should include two GTP-U tunnel endpoints in bearer management function.
The proposed stage 2 TP has been given in [2]. 
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