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1   Introduction
For inactive UEs, RAN3 has agreed at RAN3 #96 meeting that the paging assistance information used for RAN paging will be carried in following NG messages.

· Initial UE Context

· UE Context Modification

· Handover Request

· Path Switch Request Acknowledge
The stage 2 and stage 3 CR in [1] and [2] were agreed. However, the Paging assistance information IE is missing in latest stage 3 spec in [3].

Therefore, we propose to add the paging assistance information IE into above mentioned four NG messages.
2   Reference

[1] 
R3-171929, Text proposal for stage 2 description for paging assistance information.
[2] R3-171930, Text proposal for stage 3 description for paging assistance information.
[3] R3-172604, TS 38.413 v0.2.0.
3   Text proposals for 38413
/************************************Text proposal for 38.413**************************************/
9.2.2.1
INITIAL CONTEXT SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( gNB

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	<ref>
	
	YES
	reject

	PDU Session Resource Setup List
	O
	
	<ref>
	[FFS align with PDU Session management]
	YES
	reject

	UE Security Capabilities
	O [FFS]
	
	<ref>
	
	YES
	reject

	Security Key
	O [FFS]
	
	<ref>
	
	YES
	reject

	Trace Activation
	O
	
	<ref>
	[FFS pending SA5]
	YES
	ignore

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore

	UE Radio Capability
	O
	
	<ref>
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	Management Based MDT Allowed
	O
	
	<ref>
	[FFS pending SA5]
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	<ref>
	[FFS pending SA5]
	YES
	ignore

	Masked IMEISV
	O
	
	<ref>
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	[FFS]
	YES
	ignore

	Paging Assistance Information
	O
	
	9.3.1.26
	
	YES
	ignore


9.2.2.7
UE CONTEXT MODIFICATION REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to provide UE Context information changes to the gNB.
Direction: AMF ( gNB

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Security Key
	O
	
	<ref>
	[FFS]
	YES
	reject

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	<ref>
	
	YES
	ignore

	UE Security Capabilities
	O
	
	<ref>
	
	YES
	reject

	Paging Assistance Information
	O
	
	9.3.1.26
	
	YES
	ignore


9.2.3.4
HANDOVER REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
Whether the SMF related information should be grouped in a container is FFS.

This message is sent by the AMF to the target gNB to request the preparation of resources.

Direction: AMF ( gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	Handover Type
	M
	
	<ref>
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	PDU Sessions To Be Setup List
	
	1
	
	
	YES
	reject

	>PDU Sessions To Be Setup Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>Transport Layer Address
	M
	
	<ref>
	
	-
	

	>>GTP-TEID
	M
	
	<ref>
	To deliver UL PDUs.
	-
	

	Source to Target Transparent Container
	M
	
	<ref>
	
	YES
	reject

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore

	Paging Assistance Information
	O
	
	9.3.1.26
	
	YES
	ignore


9.2.3.9
PATH SWITCH REQUEST ACKNOWLEDGE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

Editor’s Note:
The split of this message using two NGAP SM containers transparent to the AMF is subject to confirmation.

This message is sent by the AMF to inform the gNB that the path switch has been successfully completed in the 5GS.

Direction: AMF ( gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	gNB UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Security Context
	M
	
	<ref>
	
	YES
	ignore

	PDU Sessions To Be Switched in Uplink List
	
	0..1 
	
	
	YES
	reject

	>PDU Sessions Switched in Uplink Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>S-NSSAI (FFS)
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Uplink Transfer
	M
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	PDU Sessions Released List
	
	0..1
	
	
	YES
	reject

	>PDU Sessions Released Item IEs
	
	1..<maxnoofPDUSessionResources> 
	
	
	EACH
	reject

	>>PDU Session ID 
	M
	
	<ref>
	
	-
	

	>>S-NSSAI (FFS)
	O
	
	<ref>
	
	-
	

	>>PDU Session Switch Response Transfer
	M
	
	<ref>
	This IE includes a container from the SMF to the RAN node transparently to the AMF.
	-
	

	Paging Assistance Information
	O
	
	9.3.1.26
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


/************************************Text proposal for 38.413 End***********************************/
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