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Introduction
This contribution proposes to remove the FFS sentence regarding the slice temporarily unavailable status of S-NSSAI during NG setup and configuration update message.
START OF CHANGES
9.2.6.1
NG SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the gNB to transfer application layer information for an NG-C interface instance.
Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global gNB ID
	M
	
	9.3.1.5
	
	YES
	reject

	gNB Name
	O
	
	PrintableString
(SIZE(1..150,…))
	FFS
	YES
	ignore

	Supported TAs
	
	1..<maxnoofTACs>
	
	Supported TAs in the gNB.
eNote: TAs applicable for 5G as well
	GLOBAL
	reject

	>TAC
	M
	
	<ref>
	Broadcast TAC
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	-
	

	>>PLMN Identity
	M
	
	9.3.3.1
	
	
	

	>>TAI Slice Support List
	O
	
	Slice Support List

<ref>
	Supported S-NSSAIs per TA. 
	YES
	ignore

	Default Paging DRX
	M
	
	<ref>
	eNote: assumption that this is common for NR and E-UTRA. (to be verified with RAN2 and is FFS)
	YES
	ignore


	Range bound
	Explanation

	
	


END OF CHANGES
START OF CHANGES
9.2.6.4
GNB CONFIGURATION UPDATE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the gNB to transfer updated application layer information for an NG-C interface instance.
Direction: gNB ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global gNB ID
	M
	
	9.3.1.5
	
	YES
	reject

	gNB Name
	O
	
	PrintableString
(SIZE(1..150,…))
	FFS
	YES
	ignore

	Supported TAs
	
	1..<maxnoofTACs>
	
	Supported TAs in the gNB.
eNote: TAs applicable for 5G as well
	GLOBAL
	reject

	>TAC
	M
	
	<ref>
	Broadcast TAC
	-
	

	>Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List

<ref>
	Supported S-NSSAIs per TA. 
	YES
	ignore


END OF CHANGES
