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Introduction
Based on discussion paper ([1]), this contribution proposes Stage-3 detail on NGAP Downlink NAS Transport procedure. 

·  Clarify Downlink NAS Transport procedure can establish UE-associated logical NG-Connection
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Start of the 1st modification

8.6.2
Downlink NAS Transport

8.6.2.1
General

Editor’s Note:
Further details are FFS.
8.6.2.2
Successful Operation
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Figure 8.6.2.2-1: Downlink NAS transport
If the AMF only needs to send a NAS message transparently via the gNB to the UE and a UE-associated logical NG-connection exists for the UE or if the AMF has received the gNB UE NGAP ID IE in an INITIAL UE MESSAGE message, the AMF shall send a DOWNLINK NAS TRANSPORT message to the gNB including the NAS message as a NAS-PDU IE. If the UE-associated logical NG-connection is not established, the AMF shall allocate a unique AMF UE NGAP ID to be used for the UE and include that in the DOWNLINK NAS TRANSPORT message; by receiving the AMF UE NGAP ID IE in the DOWNLINK NAS TRANSPORT, the gNB establishes the UE-associated logical NG-connection. 
The NAS-PDU IE contains an AMF – UE message that is transferred without interpretation in the gNB.

If the Handover Restriction List IE is contained in the DOWNLINK NAS TRANSPORT message, the gNB shall store this information in the UE context. The gNB shall use the information in the Handover Restriction List IE if present in the DOWNLINK NAS TRANSPORT message to:

-
determine a target for subsequent mobility action for which the gNB provides information about the target of the mobility action towards the UE;

-
select a proper SCG during dual connectivity operation.
If the Handover Restriction List IE is not contained in the DOWNLINK NAS TRANSPORT message and there is no previously stored handover restriction information, the gNB shall consider that no roaming and no access restriction apply to the UE.

If the Subscriber Profile ID for RAT/Frequency Priority IE is included in the DOWNLINK NAS TRANSPORT message, the gNB shall, if supported, use it as defined in TS 38.300 [8]. [FFS pending on decision on SPID]
Editor’s Note:
Further details are FFS.
8.6.2.3
Abnormal Conditions
Editor’s Note:
Further details are FFS.
End of the 1st modification
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