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1   Introduction
In Option 7, both LTE MeNB and NR SgNB are connected to the 5G-CN. Since 5G-CN will support more features, e.g., flow based QoS management and slice, we would discuss further and provide the related proposals in this contribution.
2   Discussion
In [1], the granularity of offload has been discussed and according to the analysis, the flow level offload should be supported for Option 7. It means the MeNB is able to offload at least one flow of a given PDU Session Resource to the SgNB. In details, the MeNB is able to offload the dedicated flows instead of the whole PDU Session Resource to the SgNB. 
From RAN3 perspective, the related flow information of the PDU Session Resource need to be indicated to the SgNB during the MCG bearer to SCG split bearer/SCG bearer change, i.e., the related QoS flow information should be carried in the SgNB addition request message and SgNB modification request message.
Based on the QoS flow related IE design captured in [2], the following items should be included:

· QoS Flow Indicator

· QoS Flow Level QoS Parameters
Proposal 1: The related QoS flow information should be carried in the SgNB Addition Request message and SgNB Modification Request message. 
As captured in [3], it has been agreed that to make mobility slice-aware in case of Network Slicing. Thus S-NSSAI is introduced as part of the PDU session information that can be transferred during mobility signalling. This information helps enable the slice-aware admission and congestion control. 
In that case the SgNB is able to perform the slice-aware admission and congestion control. It requires the MeNB to inform the SgNB of the S-NSSAI for the related PDU session. Therefore, S-NSSAI should be carried as a PDU Session parameter in the LTE-NR DC related messages.
Proposal 2: MeNB should inform SgNB of the S-NSSAI as one parameter of PDU Session in the related LTE-NR DC messages.
3   Conclusion
In this contribution, the Option 7 support of flow based QoS management and Slice was discussed and the following proposals were provided. The corresponding TP is in [4].
Proposal 1: The related QoS flow information should be carried in the SgNB Addition Request message and SgNB Modification Request message. 

Proposal 2: MeNB should inform SgNB of the S-NSSAI as one parameter of PDU Session in the related LTE-NR DC messages.
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