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Start of the modification

9.1.4.21
RETRIEVE UE INFORMATION 
The message is sent by the eNB to request UE information over the S1 interface.

Direction: eNB ( MME
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	S-TMSI
	M
	
	9.2.3.6
	
	YES
	reject


9.1.4.22
UE INFORMATION TRANSFER

The message is sent by the MME to transfer UE information over the S1 interface.

Direction: MME ( eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	S-TMSI
	M
	
	9.2.3.6
	
	YES
	reject

	UE Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.1.15
	Includes QoS parameters.
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore


9.1.4.23
ENB CP RELOCATION INDICATION
This message is sent by the eNB to initiate the establishment of a UE-associated logical S1-connection, following the reception of re-establishment request as described in TS 36.300 [14].
Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	S-TMSI
	M
	
	9.2.3.6
	
	YES
	reject

	E-UTRAN CGI
	M
	
	9.2.1.38
	
	YES
	ignore

	TAI
	M
	
	9.2.3.16
	
	YES
	ignore

	UL CP Security Information
	M
	
	9.2.3.50
	
	YES
	reject


9.1.4.24
MME CP RELOCATION INDICATION
This message is sent by the MME to inform the eNB that the UE is to be relocated as described in TS 36.300 [14].
Direction: MME ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	ignore

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject
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