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1. Introduction
This paper provides the stage 3 change on Addition of Target Node ID for SN change procedure. 
2. Text Proposal for stage 3 TS 36.423

----------------Start of the First Change---------------
8.X.5	SgNB Change 
8.X.5.1	General
This procedure is used by the SgNB to change to another SgNB.
The procedure uses UE-associated signalling.
8.X.5.2	Successful Operation


Figure 8.X.5.2-1: SgNB Change, successful operation.
[bookmark: _GoBack]The SgNB initiates the procedure by sending the SGNB CHANGE REQUIRED message to the MeNB including the Target SgNB ID Information IE. When the SgNB sends the SGNB CHANGE REQUIRED message, it shall start the timer TDCoverall. 
The SGNB CHANGE REQUIRED message may contain
-	the SgNB to MeNB Container IE (the container is FFS).
If the MeNB is able to perform the change requested by the SgNB, the MeNB shall send the SGNB CHANGE CONFIRM message to the SgNB. For each E-RAB configured with the SCG bearer option or SCG split bearer, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer. For each E-RAB configured with the split bearer option, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of downlink packets to be performed for that bearer.
The SgNB may start data forwarding and stop providing user data to the UE and shall stop the timer TDCoverall upon reception of the SGNB CHANGE CONFIRM message.

----------------End of the first Change---------------

----------------Start of the second Change---------------
9.1.X.15	SGNB CHANGE REQUIRED
This message is sent by the SgNB to the MeNB to request the change of SgNB for a specific UE.
Direction: SgNB  MeNB.
Editor’s note: Whether to add target gNB ID or cell list is pending on further discussion. FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB
	YES
	reject

	SgNB UE X2AP ID
	M
	
	gNB UE X2AP ID
9.2.XX
	Allocated at the SgNB
	YES
	reject

	Target SgNB ID Information
	M
	
	9.2.ZZ
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	Editor’s note: the container is FFS
	YES
	reject



	Range bound
	Explanation

	maxnoofCellsingNB
	Maximum no. cells that can be served by an gNB. Value is 256.




9.2.ZZ	Target SgNB ID Information
This IE contains the target SgNB ID used by MeNB to find the target SgNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Target SgNB ID
	M
	
	reference
	
	
	



----------------End of the second Change---------------
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