3GPP TSG-RAN WG3 Meeting #97bis
R3-173559
Prague, Czech Republic, October 9–13, 2017

Agenda item:
10.10.1.6
Source:
Nokia, Nokia Shanghai Bell, KT
Title:
TP of UE Attached Indication (TS 38.473)
Document for:
Approval
1
Introduction
This paper provides the text proposal of UE Attached Indication as discussed in [1].
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8
F1AP procedures
8.1
List of F1AP Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs (see subclause 3.1 for explanation of the different classes):

Table 1: Class 1 procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Reset
	RESET
	RESET ACKNOWLEDGE
	

	F1 Setup
	F1 SETUP REQUEST
	F1 SETUP RESPONSE
	F1 SETUP FAILURE


Table 2: Class 2 procedures

	Elementary Procedure
	Message

	Error Indication
	ERROR INDICATION

	UE Attached Indication
	UE ATTACHED INDICATION
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8.X
UE Attached Indication procedure
8.X.1
UE Attached Indication
8.X.1.1
General
The purpose of the UE Attached Indication procedure is used to inform the gNB-CU that the UE whose context exists at the gNB-DU has successfully attached to the gNB-DU. The procedure uses UE associated signalling.

8.X.1.2
Successful Operation
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Figure 8.X.1.2-1: UE Attached Indication procedure. Successful operation.
The gNB-CU initiates the procedure by sending a UE ATTACHED INDICATION message. 

8.X.1.3
Abnormal Conditions
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9.2
Message Functional Definition and Content
<< skipped >>
9.2.Y
UE Attached Indication messages
9.2.Y.1
UE ATTACHED INDICATION
This message is sent by the gNB-DU and is used to indicate the gNB-CU that the UE whose context exists at the gNB-DU has successfully attached to the gNB-DU.
Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject
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