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1 Introduction
This contribution is the pCR for TS38.473 v0.3.0 [1] for the QoS information delivery over F1 interface.
2 Reference
[1] TS38.473 v0.3.0, 3rd Generation Partnership Project; Technical Specification Group Radio Access Network; NG-RAN; F1 application protocol (F1AP) (Release 15)

3 Text Proposal for TS38.473 v0.3.0

----------------Start the change of the Text--------------
8.3
UE Context Management procedures

The purpose of the UE Context management procedure is to establish and release the necessary UE Context over F1. C-RNTI is allocated by gNB-DU during this procedure when UE initially accesses to the gNB.
Editor’s Note: the naming of the UE Context Management procedures are FFS

8.3.1
UE Context Setup 

8.3.1.1
General
The purpose of the UE Context Setup procedure is to establish the necessary overall initial UE Context including SRB context, DRB context etc. The procedure uses UE-associated signalling.

8.3.1.2
Successful Operation
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Figure 8.3.1-1: UE Context Setup Request procedure: Successful Operation.

The F1AP UE CONTEXT SETUP is initiated by the gNB-CU once an initial Context Setup Request is received from the AMF.
Editor’s note: The initiation of the context setup is still FFS, with two additional alternatives being discussed.
The SRB to be Setup List IE within the UE CONTEXT SETUP REQUEST message shall contain the information required by the gNB-DU to build the new SRB configuration consisting of at least one additional SRB. 

The DRB to be Setup List IE within the UE CONTEXT SETUP REQUEST message shall contain the information required by the gNB-DU to build the new DRB configuration consisting of at least one additional DRB. 

The gNB-DU reports the unsuccessful establishment of a DRB with an appropriate cause value in the Cause IE.
(the text proposal until here is from Henrik’s CR for TS38.473)
gNB-CU provides QoS flow indicator, flow-level QoS profile and flow-to-DRB mapping to gNB-DU within the UE CONTEXT SETUP REQUEST.
----------------Unchanged sections omitted----------------
9.2.2 
UE Context Management messages

9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gN-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	-
	

	>>QoS Flow to be Setup list  
	
	
	
	
	-
	

	>>> QoS Flow to be Setup Item IEs
	
	
	
	
	
	

	>>>>QoS flow indicator
	
	
	<reference>
	
	
	

	>>>>flow-level QoS profile
	
	
	<reference>
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	

	
	
	



	Range bound
	Explanation

	
	

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 256. 

	
	


9.2.2.2
UE CONTEXT SETUP RESPONSE
This message is sent by the gN-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	DRB Setup List
	
	1
	
	
	YES
	reject

	>DRB Setup Item IEs
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	reject

	>>DRB ID
	M
	
	<reference>
	
	-
	

	>>QoS Flow Setup list  
	
	
	
	
	-
	

	>>> QoS Flow Setup Item IEs
	
	
	
	
	
	

	>>>>QoS flow indicator
	
	
	<reference>
	
	
	


	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 256. 


-----------------End of the change of the Text-----------
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