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1   Introduction

In this contribution, we will discuss the UE-AMBR enforcement for option 7/7a/7x. 

2   Discussion 

In option 7/7a/7x, eLTE eNB is connected to the NGC with non-standalone NR, which is called NGEN-DC.  The option 7/7a/7x architecture is similar to the one of option 3/3a/3x. Therefore, the same UE-AMBR enforcement principles in EN-DC can be reused for NGEN-DC.
3   Text Proposal to TS 37.340

Start of Change
X 
UE-AMBR for DC
X.2
     NGEN-DC 
The same UE-AMBR enforcement principles in EN-DC can be reused for NGEN-DC.

In NGEN-DC, if SCG split bearer is not configured, the same UE-AMBR enforcement principles in LTE DC can be reused. However, if SCG split bearer is configured in NGEN-DC, the following principles are used:
-
for downlink data transmission, the MN ensures the DL UE-AMBR is not exceeded by:

-
limiting the resources it allocates to UE for MCG bearer; and

-
indicating to SN a limit so that SN can also limit the resources it allocated to UE; and

-
indicating to SN a limit so that SN can also limit the resource for MN leg of SCG split bearer;

-
for uplink data transmission, the MN ensures the UL UE-AMBR is not exceeded by:

-
limiting the resources it allocated to the UE in MCG; and

-
indicating to the SN a limit so that the SN can also in turn guarantee that this limit is not exceeded in SCG.
End of Change
3GPP


