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1   Introduction
In RAN#77 meeting, the SID on Architecture Evolution for E-UTRAN was updated to “Study on eNB(s) Architecture Evolution for E-UTRAN and NG-RAN” [1]. It was clearly stated that both eNB and ng-eNB, which providing E-UTRA access and connecting to EPC and 5GC respectively, should be included in the scope of the study item.

In last RAN3#97 meeting the deployment scenarios for architecture option 3 and option 7 were captured into the TR. Based on the updated SI scope, option 4 should also be included.

In this contribution, it is proposed to capture the Text Proposal in section2 to include option 4 into the TR 37.876.
2   Text Proposal
----Start of the Change----
6.1.2 
eNB CU-DU deployment scenario – NGC connected

NG and Xn connectivity is specified in TS 38.300 [5] and TS 37.340 [4].
Figure 6.1.2-1 depicts the basic scenario for eNB CU/DU split with connectivity to 5GC.
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Figure 6.1.2-1: Basic Scenario for ng-eNB CU/DU split - connected to 5GC
For MR-DC, ng-eNB-CU and ng-eNB-DU split is assumed to be supported as shown below. 
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Figure 6.1.2-2: MR-DC – MCG split bearer option
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Figure 6.1.2-2a: MR-DC – MCG split bearer option 
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Figure 6.1.2-3: MR-DC – SCG bearer option
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Figure 6.1.2-3a: MR-DC – SCG bearer option  
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Figure 6.1.2-4: MR-DC – SCG split bearer option
----End of the Change----
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