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Start of Change
8.X.3
MeNB initiated SgNB Modification Preparation

8.X.3.1
General

This procedure is used to enable an MeNB to request an SgNB to modify the UE context at the SgNB or to query the current SCG configuration (without modifying the UE context) for the preparation of MeNB initiated SgNB change.

The procedure uses UE-associated signalling.

8.X.3.2
Successful Operation
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Figure 8.X.3.2-1: MeNB initiated SgNB Modification Preparation, successful operation
The MeNB initiates the procedure by sending the SGNB MODIFICATION REQUEST message to the SgNB. When the MeNB sends the SGNB MODIFICATION REQUEST message, it shall start the timer TDCprep.

The SGNB MODIFICATION REQUEST message may contain

-
within the UE Context Information IE;

-
E-RABs to be added within the E-RABs To Be Added Item IE;

-
E-RABs to be modified within the E-RABs To Be Modified Item IE;

-
E-RABs to be released within the E-RABs To Be Released Item IE;

-
the SgNB UE Aggregate Maximum Bit Rate IE;

-
the MeNB to SgNB Container IE;
-
the SCG Change Indication IE;
-
the SCG Configuration Query IE;
If the SGNB MODIFICATION REQUEST message contains the Serving PLMN IE, the SgNB may use it for RRM purposes.

If the SgNB UE Aggregate Maximum Bit Rate IE is included in the SGNB MODIFICATION REQUEST message, the SgNB shall:

-
replace the previously provided SgNB UE Aggregate Maximum Bit Rate by the received SgNB UE Aggregate Maximum Bit Rate in the UE context;

-
use the received SgNB UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE as defined in TS 36.300 [15].

The allocation of resources according to the values of the Allocation and Retention Priority IE included in the E-RAB Level QoS Parameters IE shall follow the principles described for the E-RAB Setup procedure in TS 36.413 [4].
If at least one of the requested modifications is admitted by the SgNB, the SgNB shall modify the related part of the UE context accordingly and send the SGNB MODIFICATION REQUEST ACKNOWLEDGE message back to the MeNB. 

The SgNB shall include the E-RABs for which resources have been either added or modified or released at the SgNB either in the E-RABs Admitted To Be Added List IE or the E-RABs Admitted To Be Modified List IE or the E-RABs Admitted To Be Released List IE. The SgNB shall include the E-RABs that have not been admitted in the E-RABs Not Admitted List IE with an appropriate cause value.

For each E-RAB configured with the SCG bearer and SCG split bearer option
-
the SgNB shall, if included, choose the ciphering algorithm based on the information in the UE Security Capabilities IE and locally configured priority list of AS encryption algorithms and apply the key indicated in the SgNB Security Key IE as specified in the TS 33.401 [18].

-
if applicable, the MeNB may propose to apply forwarding of downlink data by including the DL Forwarding IE within the E-RABs To Be Added Item IE of the SGNB MODIFICATION REQUEST message. For each E-RAB that it has decided to admit, the SgNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs Admitted To Be Added Item IE of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message to indicate that it accepts the proposed forwarding of downlink data for this bearer. The MeNB may also provide for an applicable E-RAB to be released the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SGNB MODIFICATION REQUEST message.
-
if applicable, the SgNB may include for each bearer in the E-RABs Admitted To Be Added List IE in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the UL Forwarding GTP Tunnel Endpoint IE to indicate that it requests data forwarding of uplink packets to be performed for that bearer. 

For each E-RAB configured with the split bearer option to be modified, if the SGNB MODIFICATION REQUEST message includes the SCG Change Indication IE and the MeNB GTP Tunnel Endpoint IE in the E-RABs To Be Modified Item IE, the SgNB shall act as specified in TS 37.340 [15].
For each E-RAB configured with the split bearer option to be modified (released)

-
if applicable, the MeNB may provide for an applicable E-RAB to be released the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE of the SGNB MODIFICATION REQUEST message.

If the E-RAB level QoS parameter IE is included in the SGNB MODIFICATION REQUEST message for an E-RAB to be modified the SgNB shall allocate respective resources and provide corresponding radio configuration information within the SgNB to MeNB Container IE as described in TS 36.300 [15].

If the SGNB MODIFICATION REQUEST message contains for an E-RAB to be modified which is configured with the SCG bearer and SCG split bearer option the S1 UL GTP Tunnel Endpoint IE the SgNB shall use it as the new UL S1-U address.

If the SGNB MODIFICATION REQUEST message contains for an E-RAB to be modified which is configured with the split bearer option the MeNB GTP Tunnel Endpoint IE the SgNB shall use it as the new UL X2-U address.
If the SGNB MODIFICATION REQUEST message contains for an E-RAB to be modified which is configured with SCG split bearer option the MeNB GTP Tunnel Endpoint IE the SgNB shall use it as the DL X2-U address.
For an E-RAB to be modified which is configured with the SCG bearer and SCG split bearer option the SgNB may include in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the S1 DL GTP Tunnel Endpoint IE.

For an E-RAB to be modified which is configured with the split bearer option the SgNB may include in the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the SgNB GTP Tunnel Endpoint IE.

If the SCG Change Indication IE is included in the SGNB MODIFICATION REQUEST message, the SgNB shall act as specified in TS 37.340 [15].
If the SCG Configuration Query IE is included in the SGNB MODIFICATION REQUEST message, the SgNB shall act as specified in TS 37.340 [15].
Upon reception of the SGNB MODIFICATION REQUEST ACKNOWLEDGE message the MeNB shall stop the timer TDCprep. If the SGNB MODIFICATION REQUEST ACKNOWLEDGE message has included the SgNB to MeNB Container IE the MeNB is then defined to have a Prepared SgNB Modification for that X2 UE-associated signalling or have the current SCG configuration to be forwarded to the target SgNB. 

Interactions with the SgNB Reconfiguration Completion procedure:

If the SgNB admits a modification of the UE context requiring the MeNB to report about the success of the RRC connection reconfiguration procedure, the SgNB shall start the timer TDCoverall when sending the SGNB MODIFICATION REQUEST ACKNOWLEDGE message to the MeNB. The reception of the SgNB RECONFIGURATION COMPLETE message shall stop the timer TDCoverall.

8.X.3.3
Unsuccessful Operation
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Figure 8.X.3.3-1: MeNB initiated SgNB Modification Preparation, unsuccessful operation
If the SgNB does not admit any modification requested by the MeNB, or a failure occurs during the MeNB initiated SgNB Modfication Preparation, the SgNB shall send the SGNB MODIFICATION REQUEST REJECT message to the MeNB. The message shall contain the Cause IE with an appropriate value.
If the SgNB receives a SGNB MODIFICATION REQUEST message containing the MeNB to SgNB Container IE that does not include required information as specified in TS 36.331 [9], the SgNB shall send the SGNB MODIFICATION REQUEST REJECT message to the MeNB.

8.X.3.4
Abnormal Conditions

If the SgNB receives a SGNB MODIFICATION REQUEST message containing multiple E-RAB ID IEs (in the E-RABs To Be Added List IE and/or the E-RABs To Be Modified List IE) set to the same value, the SgNB shall not admit the action requested for the corresponding E-RABs.

If the SgNB receives an SGNB MODIFICATION REQUEST message containing multiple E-RAB ID IEs (in the E-RAB To Be Released List IE) set to the same value, the SgNB shall initiate the release of one corresponding E-RAB and ignore the duplication of the instances of the selected corresponding E-RABs.
If the SgNB receives a SGNB MODIFICATION REQUEST message containing a E-RAB Level QoS Parameters IE which contains a QCI IE indicating a GBR bearer (as defined in TS 23.203 [13]), and which does not contain the GBR QoS Information IE, the SgNB shall not admit the corresponding E-RAB.

If the supported algorithms for encryption defined in the Encryption Algorithms IE in the UE Security Capabilities IE in the UE Context Information IE, plus the mandated support of EEA0 in all UEs (TS 33.401 [18]), do not match any algorithms defined in the configured list of allowed encryption algorithms in the SgNB (TS 33.401 [18]), the SgNB shall reject the procedure using the SGNB MODIFICATION REQUEST REJECT message.

If the timer TDCprep expires before the MeNB has received the SGNB MODIFICATION REQUEST ACKNOWLEDGE message, the MeNB shall regard the MeNB initiated SgNB Modification Preparation procedure as being failed and shall release the UE Context at the SgNB.

Interactions with the SgNB Reconfiguration Completion and SgNB initiated SgNB Release procedure:

If the timer TDCoverall expires before the SgNB has received the SGNB RECONFIGURATION COMPLETE or the SGNB RELEASE REQUEST message, the SgNB shall regard the requested modification RRC connection reconfiguration as being not applied by the UE and shall trigger the SgNB initiated SgNB Release procedure.

Interaction with the SgNB initiated SgNB Modification Preparation procedure:

If the MeNB, after having initiated the MeNB initiated SgNB Modification procedure, receives the SGNB MODIFICATION REQUIRED message, the MeNB shall refuse the SgNB initiated SgNB Modification procedure with an appropriate cause value in the Cause IE.

If the MeNB has a Prepared SgNB Modification and receives the SGNB MODIFICATION REQUIRED message, the MeNB shall respond with the SGNB MODIFICATION REFUSE message to the SgNB with an appropriate cause value in the Cause IE.
Unchanged Part Omit
8.X.5
SgNB Change 

8.X.5.1
General

This procedure is used by the SgNB to change to another SgNB.

The procedure uses UE-associated signalling.

8.X.5.2
Successful Operation
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Figure 8.X.5.2-1: SgNB Change, successful operation.

The SgNB initiates the procedure by sending the SGNB CHANGE REQUIRED message to the MeNB including the Target SgNB ID Information IE. When the SgNB sends the SGNB CHANGE REQUIRED message, it shall start the timer TDCoverall. 

The SGNB CHANGE REQUIRED message may contain

-
the SgNB to MeNB Container IE.
If the MeNB is able to perform the change requested by the SgNB, the MeNB shall send the SGNB CHANGE CONFIRM message to the SgNB. For each E-RAB configured with the SCG bearer option or SCG split bearer, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer. For each E-RAB configured with the split bearer option, the MeNB may include the DL Forwarding GTP Tunnel Endpoint IE within the E-RABs To Be Released Item IE to indicate that it requests data forwarding of downlink packets to be performed for that bearer.

The SgNB may start data forwarding and stop providing user data to the UE and shall stop the timer TDCoverall upon reception of the SGNB CHANGE CONFIRM message.
8.X.5.3
Unsuccessful Operation
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Figure 8.X.5.3-1: SgNB Change, unsuccessful operation.

In case the request change cannot be performed successfully the MeNB shall respond with the SGNB CHANGE REFUSE message to the SgNB with an appropriate cause value in the Cause IE.

8.X.5.4
Abnormal Conditions

If the timer TDCoverall expires before the SgNB has received the SGNB CHANGE CONFIRM or the SGNB CHANGE REFUSE message, the SgNB shall regard the requested change as failed and may take further actions like triggering the SgNB initiated SgNB Release procedure to release all SgNB resources allocated for the UE.

If the MeNB is aware that the SgNB didn’t receive the latest configuration information concerning the MCG, the MeNB may respond with the SGNB CHANGE REFUSE message to the SgNB with an appropriate cause value in the Cause IE.
Unchanged Part Omit
9.1.X.5
SGNB MODIFICATION REQUEST

This message is sent by the MeNB to the SgNB to request the preparation to modify SgNB resources for a specific UE or request the current SCG configuration from the SgNB for the preparation of MeNB initiated SgNB change.

Direction: MeNB ( SgNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	reject

	SgNB UE X2AP ID
	M
	
	gNB UE X2AP ID

9.2.XX
	Allocated at the SgNB
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SCG Change Indication
	O
	
	9.2.73
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN Identity

9.2.4
	The serving PLMN of the SCG in the SgNB.
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	9.2.29
	
	–
	–

	>SgNB Security Key
	O
	
	9.2.YY
	
	–
	–

	>SgNB UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

9.2.12
	
	–
	–

	>E-RABs To Be Added List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	9.2.9
	Includes necessary QoS parameters
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>SCG Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 

9.2.9
	Includes the E-RAB Level QoS parameters as received on S1-MME for the E-RAB
	–
	–

	>>>>>DL Forwarding 
	O
	
	9.2.5
	
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>> Maximum admittable E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes the E-RAB Level QoS parameters admittable by the MeNB
	–
	–

	>E-RABs To Be Modified List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes QoS parameters to be modified
	–
	–

	>>>>>S1 UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes QoS parameters to be modified
	–
	–

	>>>>>MeNB GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>SCG Split Bearer
	
	
	
	
	
	

	>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>E-RAB Level QoS Parameters
	M
	
	E-RAB Level QoS Parameters 

9.2.9
	Includes the E-RAB Level QoS parameters as received on S1-MME for the E-RAB
	–
	–

	>>>>MeNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	MeNB endpoint of the X2 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>S1 UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SGW endpoint of the S1 transport bearer. For delivery of UL PDUs.
	–
	–

	>E-RABs To Be Released List
	
	0..1
	
	
	–
	–

	>>E-RABs To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of UL PDUs
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>SCG Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs.
	–
	–

	>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs.
	–
	–

	MeNB to SgNB Container
	M
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [xx]
Editor’s Note: to be checked with RAN2
	YES
	reject

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	reject

	SgNB UE X2AP ID Extension
	O
	
	Extended gNB UE X2AP ID

9.2.XY
	Allocated at the SgNB
	YES
	reject

	SCG Configuration Query
	O
	
	9.2.X
	Query the current SCG configuration of the SgNB
	–
	–


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


Unchanged Part Omit
9.1.X.6
SGNB MODIFICATION REQUEST ACKNOWLEDGE

This message is sent by the SgNB to confirm the MeNB’s request to modify the SgNB resources for a specific UE or provide the current SCG configuration if no modification is required.

Direction: SgNB ( MeNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB
	YES
	ignore

	SgNB UE X2AP ID
	M
	
	gNB UE X2AP ID

9.2.XX
	Allocated at the SgNB
	YES
	ignore

	E-RABs Admitted List
	
	0..1
	
	
	YES
	ignore

	>E-RABs Admitted To Be Added List
	
	1
	
	
	–
	–

	>>E-RABs Admitted To Be Added Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>S1 DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>SgNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2 transport bearer at the SgNB.
	–
	–

	>>>>SCG Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>S1 DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>>SgNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of DL PDUs.
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs.
	–
	–

	>>>>>E-RAB Level QoS Parameters
	O
	
	9.2.9
	Includes necessary QoS parameters for the MCG part
	–
	–

	>E-RABs Admitted To Be Modified List
	
	0..1
	
	
	–
	–

	>>E-RABs Admitted To Be Modified Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>S1 DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>SgNB GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Endpoint of the X2 transport bearer at the SgNB.
	–
	–

	>>>>SCG Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>>S1 DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the S1 transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>>SgNB GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint 9.2.1
	SgNB endpoint of the X2 transport bearer. For delivery of UL PDUs.
	–
	–

	>E-RABs Admitted To Be Released List
	
	0..1
	
	
	–
	–

	>>E-RABs Admitted To Be Released Item
	
	1 .. <maxnoof Bearers>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	>>>>SCG Split Bearer
	
	
	
	
	
	

	>>>>>E-RAB ID
	M
	
	9.2.23
	
	–
	–

	E-RABs Not Admitted List
	O
	
	E-RAB List

9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	SgNB to MeNB Container
	O
	
	OCTET STRING
	Includes the NR RRCConnectionReconfiguration message (NR RRC message name is FFS) as defined in TS 38.331 [xx].
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID

9.2.86
	Allocated at the MeNB
	YES
	ignore

	SgNB UE X2AP ID Extension
	O
	
	Extended gNB UE X2AP ID

9.2.XY
	Allocated at the SgNB
	YES
	Ignore


	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256


Unchanged Part Omit
9.1.X.15
SGNB CHANGE REQUIRED

This message is sent by the SgNB to the MeNB to request the change of SgNB for a specific UE.
Direction: SgNB ( MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID

9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	gNB UE X2AP ID

9.2.XX
	Allocated at the SgNB.
	YES
	reject

	Target SgNB ID Information
	M
	
	9.2.ZZ
	
	YES
	reject

	Cause
	M
	
	9.2.6
	
	YES
	ignore

	SgNB to MeNB Container
	M
	
	OCTET STRING
	Includes the NR RRCConnectionReconfiguration message (NR RRC message name is FFS) as defined in TS 38.331 [xx].
	YES
	reject


	Range bound
	Explanation

	maxnoofCellsingNB
	Maximum no. cells that can be served by an gNB. Value is 256.


Unchanged Part Omit
9.2.6
Cause

The purpose of the cause information element is to indicate the reason for a particular event for the whole protocol.

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	CHOICE Cause Group
	M
	
	
	

	>Radio Network Layer
	
	
	
	

	>>Radio Network Layer Cause 
	M
	
	ENUMERATED

(Handover Desirable for Radio Reasons,

Time Critical Handover,

Resource Optimisation Handover,

Reduce Load in Serving Cell,

Partial Handover,

Unknown New eNB UE X2AP ID, Unknown Old eNB UE X2AP ID, Unknown Pair of UE X2AP ID,

HO Target not Allowed,

TX2RELOCoverall Expiry,

TRELOCprep Expiry,

Cell not Available,

No Radio Resources Available in Target Cell,

Invalid MME Group ID,

Unknown MME Code, Encryption And/Or Integrity Protection Algorithms Not Supported, ReportCharacteristicsEmpty, NoReportPeriodicity, ExistingMeasurementID, Unknown eNB Measurement ID, Measurement Temporarily not Available,

Unspecified,...,Load Balancing, Handover Optimisation, Value out of allowed range, Multiple E-RAB ID instances, Switch Off Ongoing, Not supported QCI value, Measurement not supported for the object,TDCoverall Expiry, TDCprep Expiry,

Action Desirable for Radio Reasons,

Reduce Load,

Resource Optimisation,

Time Critical action,

Target not Allowed,

No Radio Resources Available,

Invalid QoS combination, Encryption Algorithms Not Supported, Procedure cancelled, RRM purpose,

Improve user bit rate,

User Inactivity,

Radio Connection With UE Lost, Failure in the Radio Interface Procedure,

Bearer Option not Supported,

Support Delta Signalling)
	

	>Transport Layer
	
	
	
	

	>>Transport Layer Cause
	M
	
	ENUMERATED
(Transport Resource Unavailable,

Unspecified,...)
	

	>Protocol
	
	
	
	

	>>Protocol Cause
	M
	
	ENUMERATED
(Transfer Syntax Error,Abstract Syntax Error (Reject),Abstract Syntax Error (Ignore and Notify),Message not Compatible with Receiver State,Semantic Error,Unspecified,Abstract Syntax Error (Falsely Constructed Message),...)
	

	>Misc
	
	
	
	

	>>Miscellaneous Cause
	M
	
	ENUMERATED
(Control Processing Overload,
Hardware Failure,O&M Intervention,Not enough User Plane Processing Resources,Unspecified,...)
	


The meaning of the different cause values is described in the following table. In general, "not supported" cause values indicate that the concerned capability is missing. On the other hand, "not available" cause values indicate that the concerned capability is present, but insufficient resources were available to perform the requested action.

	Radio Network Layer cause
	Meaning

	Cell not Available
	The concerned cell is not available.

	Handover Desirable for Radio Reasons
	The reason for requesting handover is radio related.

	Handover Target not Allowed
	Handover to the indicated target cell is not allowed for the UE in question

	Invalid MME Group ID
	The target eNB doesn’t belong to the same pool area of the source eNB i.e. S1 handovers should be attempted instead.

	No Radio Resources Available in Target Cell
	The target cell doesn’t have sufficient radio resources available.

	Partial Handover
	Provides a reason for the handover cancellation. The target eNB did not admit all E-RABs included in the HANDOVER REQUEST and the source eNB estimated service continuity for the UE would be better by not proceeding with handover towards this particular target eNB.

	Reduce Load in Serving Cell
	Load in serving cell needs to be reduced. When applied to handover preparation, it indicates the handover is triggered due to load balancing.

	Resource Optimisation Handover
	The reason for requesting handover is to improve the load distribution with the neighbour cells.

	Time Critical Handover
	Handover is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where the connection is likely to be dropped if handover is not performed.

	TX2RELOCoverall Expiry
	The reason for the action is expiry of timer TX2RELOCoverall.

	TRELOCprep Expiry
	Handover Preparation procedure is cancelled when timer TRELOCprep expires.

	Unknown MME Code
	The target eNB belongs to the same pool area of the source eNB and recognizes the MME Group ID. However, the MME Code is unknown to the target eNB.

	Unknown New eNB UE X2AP ID 
	The action failed because the New eNB UE X2AP ID or the MeNB UE X2AP ID is unknown.

	Unknown Old eNB UE X2AP ID
	The action failed because the Old eNB UE X2AP ID or the SeNB UE X2AP ID is unknown.

	Unknown Pair of UE X2AP ID
	The action failed because the pair of UE X2 AP IDs is unknown.

	Encryption And/Or Integrity Protection Algorithms Not Supported
	The target eNB is unable to support any of the encryption and/or integrity protection algorithms supported by the UE.

	ReportCharacteristicsEmpty
	The action failed because there is no characteristic reported.

	NoReportPeriodicity
	The action failed because the periodicity is not defined.

	ExistingMeasurementID
	The action failed because measurement-ID is already used.

	Unknown eNB Measurement ID
	The action failed because some eNB Measurement-ID is unknown.

	Measurement Temporarily not Available
	The eNB can temporarily not provide the requested measurement object.

	Load Balancing
	The reason for mobility settings change is load balancing.

	Handover Optimisation
	The reason for mobility settings change is handover optimisation.

	Value out of allowed range
	The action failed because the proposed Handover Trigger parameter change in the eNB2 Proposed Mobility Parameters IE is too low or too high.

	Multiple E-RAB ID Instances
	The action failed because multiple instances of the same E-RAB had been provided to the eNB.

	Switch Off Ongoing
	The reason for the action is an ongoing switch off i.e. the concerned cell will be switched off after offloading and not be available. It aides the receiving eNB in taking subsequent actions, e.g. selecting the target cell for subsequent handovers. 

	Not supported QCI value
	The action failed because the requested QCI is not supported.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Radio Network Layer related.

	Measurement not Supported For The Object
	At least one of the concerned cell(s) does not support the requested measurement.

	TDCoverall Expiry
	The reason for the action is expiry of timer TDCoverall.

	TDCprep Expiry
	The reason for the action is expiry of timer TDCprep.

	Action Desirable for Radio Reasons
	The reason for requesting the action is radio related.
In the current version of this specification applicable for Dual Connectivity only.

	Reduce Load
	Load in the cell(group) served by the requesting node needs to be reduced.
In the current version of this specification applicable for Dual Connectivity only.

	Resource Optimisation
	The reason for requesting this action is to improve the load distribution with the neighbour cells.
In the current version of this specification applicable for Dual Connectivity only.

	Time Critical action
	The action is requested for time critical reason i.e. this cause value is reserved to represent all critical cases where radio resources are likely to be dropped if the requested action is not performed.
In the current version of this specification applicable for Dual Connectivity only.

	Target not Allowed
	Requested action towards the indicated target cell is not allowed for the UE in question.

In the current version of this specification applicable for Dual Connectivity only.

	No Radio Resources Available
	The cell(s) in the requested node don’t have sufficient radio resources available.

In the current version of this specification applicable for Dual Connectivity only.

	Invalid QoS combination
	The action was failed because of invalid QoS combination.

In the current version of this specification applicable for Dual Connectivity only.

	Encryption Algorithms Not Supported
	The requested eNB is unable to support any of the encryption algorithms supported by the UE.
In the current version of this specification applicable for Dual Connectivity only.

	Procedure cancelled
	The sending node cancelled the procedure due to other urgent actions to be performed.

In the current version of this specification applicable for Dual Connectivity only.

	RRM purpose
	The procedure is initiated due to node internal RRM purposes.

In the current version of this specification applicable for Dual Connectivity only.

	Improve User Bit Rate
	The reason for requesting this action is to improve the user bit rate.

In the current version of this specification applicable for Dual Connectivity only.

	User Inactivity
	The action is requested due to user inactivity on all E-RABs, e.g., S1 is requested to be released in order to optimise the radio resources; or SeNB didn’t see activity on the DRB recently.

In the current version of this specification applicable for Dual Connectivity only.

	Radio Connection With UE Lost
	The action is requested due to losing the radio connection to the UE.

In the current version of this specification applicable for Dual Connectivity only.

	Failure in the Radio Interface Procedure
	Radio interface procedure has failed.

In the current version of this specification applicable for Dual Connectivity only.

	Bearer Option not Supported
	The requested bearer option is not supported by the sending node.

In the current version of this specification applicable for Dual Connectivity only.

	Support Delta Signalling
	To support the delta signalling for (MN initiated) SN change, the MN needs to have the current SCG configuration.


	Transport Network Layer cause
	Meaning

	Transport resource unavailable
	The required transport resources are not available.

	Unspecified
	Sent when none of the above cause values applies but still the cause is Transport Network Layer related


	Protocol cause
	Meaning

	Abstract Syntax Error (Reject)
	The received message included an abstract syntax error and the concerned criticality indicated "reject" (see sub clause 10.3 of TS 36.413 [4]).

	Abstract Syntax Error (Ignore and Notify)
	The received message included an abstract syntax error and the concerned criticality indicated "ignore and notify" (see sub clause 10.3 of TS 36.413 [4]).

	Abstract syntax error (falsely constructed message)
	The received message contained IEs or IE groups in wrong order or with too many occurrences (see sub clause 10.3 of TS 36.413 [4]).

	Message not Compatible with Receiver State
	The received message was not compatible with the receiver state (see sub clause 10.4 of TS 36.413 [4]).

	Semantic Error
	The received message included a semantic error (see sub clause 10.4 of TS 36.413 [4]).

	Transfer Syntax Error
	The received message included a transfer syntax error (see sub clause 10.2 of TS 36.413 [4]).

	Unspecified
	Sent when none of the above cause values applies but still the cause is Protocol related


	Miscellaneous cause
	Meaning

	Control Processing Overload
	eNB control processing overload

	Hardware Failure
	eNB hardware failure

	Not enough User Plane Processing Resources
	eNB has insufficient user plane processing resources available.

	O&M Intervention
	Operation and Maintenance intervention related to eNB equipment

	Unspecified
	Sent when none of the above cause values applies and the cause is not related to any of the categories Radio Network Layer, Transport Network Layer or Protocol


Unchanged Part Omit
9.2.X
SCG Configuration Query
The SCG Configuration Query IE is used to query the current SCG configuration at the SgNB to support delta signalling for MN initiated SN change (see TS 37.340 [XX]).

	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	SCG Configuration Query
	O
	
	ENUMERATED (SNChange,…)
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