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1. Introduction

This is a pCR to capture agreements of introducing the following two new UE associated F1AP messages for inter-gNB-DU mobility case within the same gNB-CU, as part of context management procedures:
1. UE Mobility Command

2. UE Mobility Acknowledge

Note: The proposed texts, highlighted in yellow, is on top of the agreed pCR in R3-173895.
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5
Procedures of the F1 interface

5.1
Control plane procedures

5.1.1
Interface Management procedures

The F1 Interface management procedures are listed below:

-
Reset procedure

-
Error Indication procedure

-
F1 Setup procedure
-
gNB-DU Configuration Update procedure
-
gNB-CU Configuration Update procedure
Editor’s Note: the direction of the update procedures, i.e. from gNB-CU to gNB-DU, or the other way around, or both, are FFS. Therefore one of the procedures above may later be removed.
5.1.2
Context Management procedures

The F1 Context management procedures are listed below:

-
UE Context setup procedure

-
UE Context Release (gNB-DU initiated) procedure
-
UE Context Release (gNB-CU initiated) procedure
-
UE Context Modification (gNB-CU triggered) procedure
-
UE Context Modification Required (gNB-DU initiated) procedure
-
UE Mobility Command procedure

Editor’s Note: the naming of each procedure is FFS

5.1.4 
RRC Message Transfer procedures

The F1 RRC message transfer procedures are listed below:

-
Initial UL RRC Message Transfer procedure
-
UL RRC Message Transfer procedure
-
DL RRC Message Transfer procedure
5.1.5
System Information Exchange procedures (FFS)
The F1 System information exchange procedures are listed below:

-
FFS
Editor’s Note: The details on these procedures and whether standalone procedures is needed is FFS.

5.2
User plane procedures
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