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1 Introduction

The MN-initiated SN change is mainly for the purpose of load balancing. As the SN may update SCG configuration to the UE on SCG SRB, the MN may not have the current SCG configuration. In an effort to support delta signalling for this case, RAN2 has agreed MN must have the current SCG configuration in the SN in order to support the MN-initiated SN change. Therefore, two options were proposed in RAN2 as followings:

1) MN queries SN for the current SCG configuration.

2) SN provides the current SCG configuration to the MN upon update.
Based on the WF document in R3-174139, It is agreed SN Modification Request is used to fetch the current SCG config when MN decides to use delta signalling. Usage of the procedure is optional.
2 Text Proposal to TS 37.340 V1.0.2
Start of 1st Change
10.3
Secondary Node Modification (MN/SN initiated)

10.3.1
EN-DC

Editor’s note: Details of RRC signalling are FFS and pending RAN2 agreement.

The Secondary Node Modification procedure may be initiated either by the MN or by the SN and be used to modify, establish or release bearer contexts, to transfer bearer contexts to and from the SN or to modify other properties of the UE context within the same SN.

The Secondary Node modification procedure does not necessarily need to involve signalling towards the UE.

MN initiated SN Modification
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Figure 10.3.1-1: SN Modification procedure - MN initiated

Editor’s note: The figure above needs further revision, mainly to refer to the embedded RRC messages/Ies that will be agreed to be exchanged over X2.

The MN uses the procedure to initiate configuration changes of the SCG within the same SN, e.g the addition, modification or release of SCG bearer(s) and the SCG part of MCG split and SCG split bearer(s). The MN uses the procedure to query the current SCG configuration, e.g. when delta configuration is applied in MN initiated SN change. MN may not use the procedure to initiate the addition, modification or release of SCG Scells. The SN may reject the request, except if it concerns the release of SCG bearer(s) or the SCG part of MCG split bearer(s) and SCG split bearer(s). Figure 10.3.1-1 shows an example signalling flow for a MN initiated SN Modification procedure.

1.
The MN sends the SgNB Modification Request message, which may contain bearer context related or other UE context related information, data forwarding address information (if applicable) and the requested SCG configuration information, including the UE capability coordination result to be used as basis for the reconfiguration by the SN. In case of SCG Change, SCG Change Indication is included.

NOTE:
MN may request the establishment or release of SCG or MCG Split or SCG split bearer while not reconfiguration to MCG bearer, which can be performed without SCG change.

2.
The SN responds with the SgNB Modification Request Acknowledge message, which may contain SCG radio resource configuration information within a NR RRC configuration message and data forwarding address information (if applicable).  In case of SCG Change, for E-RABs configured with the MCG split bearer option for which no bearer type change is performed, the SN provides a new DL GTP TEID to the MN. The MN shall continue sending DL PDCP PDUs to the SN with the previous DL GTP TEID until it performs PDCP re-establishment or PDCP data recovery, and use the new DL GTP TEID starting with the PDCP re-establishment or data recovery. In case of SCG Change, for E-RABs configured with the SCG split bearer option for which no bearer type change is performed, the SN provides a new UL GTP TEID to the MN. The MN shall continue sending UL PDCP PDUs to the SN with the previous UL GTP TEID until it re-establishes the RLC and use the new UL GTP TEID after re-establishment.
End of 1st Change
Start of 2nd Change
10.3.2
MR-DC with 5GC

Editor’s note: details of the RRC signalling are FFS and pending RAN2 agreement. Details of the Xn procedures are FFS and pending RAN3 agreement.

The SN Modification procedure may be initiated either by the MN or by the SN and be used to modify, establish or release PDU session/QoS Flow contexts, to transfer PDU session/QoS Flow contexts to and from the SN, to modify other properties of the UE context within the same SN.
The SN modification procedure does not necessarily need to involve signalling towards the UE.

MN initiated SN Modification
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Figure 10.3.2-1: SN Modification procedure - MN initiated 
Editor’s note: The figure above might need revision, e.g. align to the actual Xn and RRC message and IE names.

The MN uses the procedure to initiate configuration changes of the SCG within the same SN, including addition, modification or release PDU session/QoS Flows mapped onto SCG bearer(s), SCG split bearer(s) and MCG split bearer(s). The MN uses the procedure to query the current SCG configuration, e.g. when delta configuration is applied in MN initiated SN change. MN may not use the procedure to initiate the addition, modification or release of SCG Scells. The SN may reject the request, except if it concerns the release of PDU session/QoS flow. Figure 10.3.2-1 shows an example signalling flow for a MN initiated SN Modification procedure.
Editor’s note: It is FFS whether the MN can initiate the addition/modification/release of DRB in SN side.
Editor’s note: It is FFS how the PDU sessions and QoS flows are mapped to bearers, and whether SN can reject some requests related to release of those.
1.
The MN sends the SN Modification Request message, which may contain PDU session/QoS Flow context related or other UE context related information, data forwarding address information (if applicable) and the requested SCG configuration information, including the UE capabilities coordination result to be used as basis for the reconfiguration by the SN. In case of SCG Change, SCG Change Indication is included.

End of 2nd Change
Start of 3rd Change
10.5.1
EN-DC
Editor’s note: Details of RRC signalling are FFS and pending RAN2 agreement. Details of the Xn procedures are FFS and pending RAN3 agreement.

The change of Secondary Node procedure is initiated either by MN or SN and used to transfer a UE context from a source SN to a target SN and to change the SCG configuration in UE from one SN to another.

NOTE:
Inter-RAT SN change procedure with single RRC reconfiguration is not supported in this version of the protocol (i.e. no transition from EN-DC to DC).
The Change of Secondary Node procedure always involves signalling over MCG SRB towards the UE.
MN initiated SN Change
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Figure 10.5.1-1: Change of SN – MN initiated

Figure 10.5.1-1 shows an example signalling flow for the MN initiated Change of Secondary Node:

1/2.
The MN initiates the change of SN by requesting the target SN to allocate resources for the UE by means of the SgNB Addition procedure. The MN may include measurement results related to the target SN. If forwarding is needed, the target SN provides forwarding addresses to the MN. 
NOTE: The MN may send the SgNB Modification Request message to request the current SCG configuration before step 1.
Editor’s note: Availability of RACH-less access is FFS.
3.
If the allocation of target SN resources was successful, the MN initiates the release of the source SN resources. If data forwarding is needed the MN provides data forwarding addresses to the source SN. Either direct data forwarding or indirect data forwarding is used for SCG bearer and SCG split bearer. Only indirect data forwarding is used for MCG Split bearer. Reception of the SgNB Release Request message triggers the source SN to stop providing user data to the UE and, if applicable, to start data forwarding.

End of 3rd Change
Start of 4th Change
10.5.2
MR-DC with 5GC

Editor’s note: details of the RRC signalling are FFS and pending RAN2 agreement. Details of the Xn procedures are FFS and pending RAN3 agreement.

MN initiated SN Change
The MN initiated SN change procedure is used to transfer a UE context from the source SN to a target SN and to change the SCG configuration in UE from one SN to another.

The Change of Secondary Node procedure always involves signalling over MCG SRB towards the UE.
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Figure 10.5.2-1: SN change procedure - MN initiated
Editor’s note: The figure above might need revision, e.g. align to the actual Xn and RRC message and IE names.

Figure 10.5.2-1 shows an example signalling flow for the SN Change initiated by the MN:
1/2.
The MN initiates the SN change by requesting the target SN to allocate resources for the UE by means of the SN Addition procedure. The MN may include measurement results related to the target SN. If data forwarding is needed, the target SN provides data forwarding addresses to the MN.
NOTE: The MN may send the SN Modification Request message to request the current SCG configuration before step 1.
3.
If the allocation of target SN resources was successful, the MN initiates the release of the source SN resources. If data forwarding is needed the MN provides data forwarding addresses to the source SN. Either direct data forwarding or indirect data forwarding is used for SCG bearers. Only indirect data forwarding is used for MCG Split bearers. Reception of the SN Release Request message triggers the source SN to stop providing user data to the UE and, if applicable, to start data forwarding.

End of Changes
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