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1   Introduction
This document contains the text proposals to 38.423 for network initiated UE state transition from INACTIVE to IDLE in [1].
2   Reference

[1]

R3-174556, Network initiated UE state transition from INACTIVE to IDLE.
3   Text Proposals to 38.423
<<<<<<<<<<<<<<<<<<<< Text Proposal Begin >>>>>>>>>>>>>>>>>>>>
8.2.4
Retrieve UE Context

8.2.4.1
General

Editor’s Note:
The content of this chapter is FFS
The purpose of the Retrieve UE Context procedure is to retrieve the UE context from the NG-RAN node where the UE has been sent to RRC_INACTIVE (old NG-RAN node) and transfer it to the NG-RAN node where the UE RRC Connection has been requested to be established from RRC_INACTIVE (new NG-RAN node).

The procedure uses UE-associated signalling.

Editor’s Note:
Details are FFS.

8.2.4.2
Successful Operation

Editor’s Note:
The content of this chapter is FFS
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Figure 8.2.4.2-1: Retrieve UE Context, successful operation

The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node. 
The Release Indication IE may be included in the RETRIEVE UE CONTEXT RESPONSE message, and if present new NG-RAN node may use it to release the UE RRC connection.
Editor’s Note:
Details are FFS.

<<<<<<<<<<<<<<<<<<<< Next Text Proposal >>>>>>>>>>>>>>>>>>>>
9.1.3. X

RETRIEVE UE CONTEXT REQUEST
This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN node.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	New NG-RAN node UE XNAP ID
	M
	
	<reference>
	
	YES
	reject

	I-RNTI
	M
	
	<reference>
	
	YES
	reject

	ShortMAC-I
	M
	
	<reference>
	
	YES
	reject

	New Serving ID
	M
	
	<reference>
	
	YES
	reject


9.1.3. Y

RETRIEVE UE CONTEXT RESPONSE
This message is sent by the old NG-RAN node to transfer the UE context to the new NG-RAN node.

Direction: old NG-RAN node ( new NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	ignore

	New NG-RAN node UE XNAP ID 
	M
	
	<reference>
	
	YES
	reject

	Old NG-RAN node UE XnAP ID 
	M
	
	<reference>
	
	YES
	reject

	Release Indication
	O
	
	<reference>
	
	YES
	ignore


<<<<<<<<<<<<<<<<<<<< Text Proposal End >>>>>>>>>>>>>>>>>>>>
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