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1 Introduction

This contribution proposed the pCR to support data forwarding for inter-system handover from EPS to 5GS based on Alt.2. 

*******************Start of Change*******************
9.1.5.1
HANDOVER REQUIRED

This message is sent by the source eNB to the MME to request the preparation of resources at the target.

Direction: eNB ( MME.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	MME UE S1AP ID
	M
	
	9.2.3.3
	
	YES
	reject

	eNB UE S1AP ID
	M
	
	9.2.3.4
	
	YES
	reject

	Handover Type
	M
	
	9.2.1.13
	
	YES
	reject

	Cause
	M
	
	9.2.1.3
	
	YES
	ignore

	Target ID
	M
	
	9.2.1.6
	
	YES
	reject

	Direct Forwarding Path Availability
	O
	
	9.2.3.15
	
	YES
	ignore

	SRVCC HO Indication
	O
	
	9.2.1.59
	
	YES
	reject

	Source to Target Transparent Container
	M
	
	9.2.1.56
	
	YES
	reject

	Source to Target Transparent Container Secondary
	O
	
	Source to Target Transparent Container 9.2.1.56
	
	YES
	reject

	MS Classmark 2
	C-

ifSRVCCtoGERAN
	
	9.2.1.64
	
	YES
	reject

	MS Classmark 3
	C-

ifSRVCCtoGERAN
	
	9.2.1.65
	
	YES
	ignore

	CSG Id
	O
	
	9.2.1.62
	
	YES
	reject

	Cell Access Mode
	O
	
	9.2.1.74
	
	YES
	reject

	PS Service Not Available
	O
	
	9.2.1.77
	
	YES
	ignore

	E-RABs Information List
	0..1
	
	
	
	
	

	>E-RABs Information Item
	1 .. <maxnoof E-RABs>
	
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.1.1
	
	-
	

	>>DL Forwarding
	O
	
	9.2.3.14
	
	-
	


	Condition
	Explanation

	ifSRVCCtoGERAN
	This IE shall be present if the Handover Type IE is set to the “Value” LTEtoGERAN and the SRVCC HO Indication IE is present.


	Range bound
	Explanation

	maxnoofE-RABs
	Maximum no. of E-RABs for one UE. Value is 256.


End of change
