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1. Introduction
This contribution provides text proposal for TS 36.423 based on discussion in RAN3#98 meeting:
CB: # 26_X2mgmtProc

-  keep changes for ERROR INDICATION, X2 RESET
- corresponding St2 TP
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2. Text Proposal for TS 36.423






















8.3.4
Reset
8.3.4.1
General
The purpose of the Reset procedure is to align the resources in eNB1 and eNB2, or the resources in eNB and en-gNB involved in the EN-DC, in the event of an abnormal failure. The procedure resets the X2 interface. This procedure doesn’t affect the application level configuration data exchanged during, e.g., the X2 Setup procedure, EN-DC X2 Setup procedure.

The procedure uses non UE-associated signalling.
8.3.4.2
Successful Operation
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Figure 8.3.4.2-1: Reset, successful operation
The procedure is initiated with a RESET REQUEST message sent from the eNB1 to the eNB2. Upon receipt of this message, eNB2 shall abort any other ongoing procedures over X2 between eNB1 and eNB2. The eNB2 shall delete all the context information related to the eNB1, except the application level configuration data exchanged during the X2 Setup or eNB Configuration Update procedures, and release the corresponding resources. After completion of release of the resources, the eNB2 shall respond with a RESET RESPONSE message.


[image: image4.emf] 

  eN B 1 / en - gNB 1  

RESET   REQUEST  

en - g NB 2 /eNB 2       B B  

RESET RESPONSE    


Figure 8.3.4.2-2: Reset, successful operation for EN-DC.
The procedure is initiated with a RESET REQUEST message sent from the eNB1/en-gNB1 to en-gNB2/eNB2. Upon receipt of this message, eNB2/en-gNB2 shall abort any other ongoing procedures over X2 between both nodes. eNB2/gNB2 shall delete all the context information related to eNB1/en-gNB1, except the application level configuration data exchanged during the EN-DC X2 Setup or EN-DC Configuration Update procedures, and release the corresponding resources. After completion of release of the resources, eNB2/gNB2 shall respond with a RESET RESPONSE message.

8.3.4.3
Unsuccessful Operation

Void.

8.3.4.4
Abnormal Conditions

If the RESET REQUEST message is received, any other ongoing procedure (except another Reset procedure) on the same X2 interface shall be aborted.

If Reset procedure is ongoing and the responding node  receives the RESET REQUEST message from the peer entity on the same X2 interface, it shall respond with the RESET RESPONSE message as described in 8.3.4.2.

If the initiating node does not receive RESET RESPONSE message, the initiating  node may reinitiate the Reset procedure towards the same eNB/en-gNB, provided that the content of the new RESET REQUEST message is identical to the content of the previously unacknowledged RESET REQUEST message.









	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	


	

	
	

	
	
	
	

	
	
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	

	
	
	
	


	

	
	

	
	
	
	


	
	
	

	
	
	
	

	
	
	


------------------------------------------

Skip to next change
------------------------------------------
9.1.2.6
RESET REQUEST
This message is sent from one eNB to another eNB/en-gNB or from en-gNB to an eNB and is used to request the X2 interface between the two eNB or between an eNB and an en-gNB to be reset.

Direction: eNB1 ( eNB2, eNB (en-gNB, en-gNB ( eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Cause 
	M
	
	9.2.6
	
	YES
	ignore


9.1.2.7
RESET RESPONSE
This message is sent by a eNB/en-gNB as a response to a RESET REQUEST message.

Direction: eNB2 ( eNB1, eNB (en-gNB, en-gNB ( eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore
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