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1. Introduction
To align with the agreement of R3-174681, this paper provide TP to draft TS38.423, to change the condition to mandatory of UE Security Capabilities IE and the SgNB Security Key IE in S-NODE ADDITION REQUEST message.
TP to draft 38.423-040
9.1.2.1
S-NODE ADDITION REQUEST
This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation of resources for dual connectivity operation for a specific UE.
Direction: M-NG-RAN node ( S-NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
<reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	UE Security Capabilities
	
M
	
	<reference>
	
	YES
	reject

	SgNB Security Key
	M
	
	<reference>
	The S-KgNB which is provided by the M-NG-RAN node, see xxx.
Editor’s Note: terminology “S-KgNB” to be fixed with SA3 and RAN2
	YES
	reject

	S-NG-RAN node UE Aggregate Maximum Bit Rate
	M
	
	UE Aggregate Maximum Bit Rate 

<reference>
	The UE Aggregate Maximum Bit Rate is split into M-NG-RAN node UE Aggregate Maximum Bit Rate and S-NG-RAN node UE Aggregate Maximum Bit Rate which are enforced by M-NG-RAN node and S-NG-RAN node respectively.
	YES
	reject

	Serving PLMN
	O
	
	PLMN Identity

<reference>
	The serving PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Handover Restriction List
	O
	
	<reference>
	
	YES
	ignore

	PDU sessions To Be Added List
	
	1
	
	
	YES
	reject

	>PDU sessions To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	reject

	>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>SCG Bearer
	
	
	
	
	
	

	>>>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>>>S-NSSAI
	O
	
	<reference>
	
	–
	–

	>>>>PDU session Level QoS Parameters
	M
	
	<reference>
	Includes necessary QoS parameters
	–
	–

	>>>>DL Forwarding 
	O
	
	<reference>
	
	–
	–

	>>>>NG UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	UPF endpoint of the NG transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>SIPTO Correlation ID
	O
	
	Correlation ID

<reference>
	
	–
	–

	>>>Split Bearer
	
	
	
	
	
	

	>>>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>>>S-NSSAI
	O
	
	<reference>
	
	–
	–

	>>>>PDU session Level QoS Parameters
	M
	
	<reference>
	Includes necessary QoS parameters
	–
	–

	>>>>M-NG-RAN node GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	M-NG-RAN node endpoint of the Xn transport bearer. For delivery of UL PDUs.
	–
	–

	>>>SCG split Bearer
	
	
	
	
	
	

	>>>>SCG split Bearer S-NG-RAN node Addition Item
	
	1
	
	
	YES
	reject

	>>>>>PDU session ID
	M
	
	<reference>
	
	–
	–

	>>>>>S-NSSAI
	O
	
	<reference>
	
	–
	–

	>>>>>Total PDU session Level QoS Parameters
	M
	
	PDU session Level QoS Parameters 
<reference>
	Includes the PDU session Level QoS parameters as received on NG-AMF for the PDU session
	–
	–

	>>>>>M-NG-RAN node PDU session Level QoS Parameters
	O
	
	PDU session Level QoS Parameters 
<reference>
	Includes, if applicable, the share the M-NG-RAN node is offering to take
	–
	–

	>>>>>DL Forwarding 
	O
	
	<reference>
	
	–
	–

	>>>>>M-NG-RAN node GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	M-NG-RAN node endpoint of the Xn transport bearer. For delivery of DL PDUs.
	–
	–

	>>>>>NG UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	UPF endpoint of the NG transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>>SIPTO Correlation ID
	O
	
	Correlation ID

<reference>
	
	–
	–

	M-NG-RAN node to S-NG-RAN node Container
	M
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in xxx
Editor’s Note: to be checked with RAN2
	YES
	reject

	S-NG-RAN node UE XnAP ID
	O
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Expected UE Behaviour
	O
	
	<reference>
	
	YES
	ignore

	Requested MCG split SRBs
	O
	
	ENUMERATED (srb1, srb2, srb1&2, ...)
	Indicates that resources for MCG Split SRB are requested.
	YES
	reject


	Range bound
	Explanation

	maxnoofPDUsessions
	Maximum no. of PDU sessions. Value is 256
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