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1. Introduction
This document implemented that agreed pCRs in RAN3#98 into TS38.401.
R3-174875 (NEC)
R3-174309 (Inter Digital)

R3-174364 (Nokia)
R3-174476 (Huawei) 

R3-174898 (Nokia)
R3-175017 (Ericsson)

R3-174906 (Nokia)
R3-174907 (Nokia)

R3-174979 (Huawei)
Rapporteur gave further modifications:
- Removed reference of [13] TS29.281 since no more place in main text is referring to this spec.

- Renumbering of reference No.

- Figure 8.4.1.1-1, change 7.SN Status Transfer to dot line (to align with 37.340).

- Added description for gNB-DU UE F1AP ID:
A gNB-DU UE F1AP ID shall be allocated so as to uniquely identify the UE over the F1 interface within a gNB-DU. When a gNB-CU receives a gNB-DU UE F1AP ID it shall store it for the duration of the UE-associated logical F1-connection for this UE. The gNB-DU UE F1AP ID shall be unique within the gNB-DU logical node.
- Revised Figure 8.4.2.2-1 SgNB release procedure in EN-DC (MN initiated) to add step 2 SgNB Release Request Acknowledge.  Also add a NOTE

NOTE:
The timing of sending the Step 2 SgNB Release Request Acknowledge message is an example, it may be sent e.g. after step a1 or after a2 and it is up to implementation.
- Chapter 6.1 Changed to say “A gNB may consist of a gNB-CU and one or more gNB-DU(s)”

- Corrected in Figure 8.1-1 the direction of step 16 RRC Connection Reconfiguration Complete which should be UE->gNB-DU.
- Editorial

- moved out the following to base line CR (R3-175071)

· Editor’s note: Whether it is possible that one cell spans over multiple DUs, potentially in an implementation specific way, is FFS. The reasons, conditions, and scenarios for this are also FFS.
· Editor’s Note: Whether the statement above concerning EN-DC needs to be moved to another TS, e.g. 36.401 is FFS.
· Editor Note: the description of UE Context in F1 interface is FFS.
· Subclause 7.1 PWS Message Transmission Function
· Subclause 8.1 UE Initial Access 
· Subclause 8.6 RRC state transition (This new subclause 8.6 was added by R3-174476)
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