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1. Introduction
According to current baseline TS38.413 v040, the Initial Context Setup procedure can setup PDU Session Resources directly, hence in the INITIAL CONTEXT SETUP RESPONSE/FAILURE messages, the exact setup results should be informed to AMF/SMF.
2. Conclusion
RAN3 is kindly asked to consider following proposals:

Proposal: To endorse the pCR in Annex below.
3. References
[1] TS38.413 V040, Nokia

4. Annex

///////////////////////////////////////////////////////////////////// TP Start for 38.413 /////////////////////////////////////////////////////////////////////////

9.2.2.1
INITIAL CONTEXT SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the AMF to request the setup of a UE context.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	UE Aggregate Maximum Bit Rate
	M
	
	<ref>
	
	YES
	reject

	PDU Session Resource To Be Setup List
	O
	
	<ref>
	[FFS align with PDU Session management]
	YES
	reject

	UE Security Capabilities
	O [FFS]
	
	<ref>
	
	YES
	reject

	Security Key
	O [FFS]
	
	<ref>
	
	YES
	reject

	Trace Activation
	O
	
	<ref>
	[FFS pending RAN2 and SA5]
	YES
	ignore

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore

	UE Radio Capability
	O
	
	<ref>
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	Management Based MDT Allowed
	O
	
	<ref>
	[FFS pending RAN2 and SA5]
	YES
	ignore

	Management Based MDT PLMN List
	O
	
	<ref>
	[FFS pending RAN2 and SA5]
	YES
	ignore

	Masked IMEISV
	O
	
	<ref>
	
	YES
	ignore

	NAS-PDU
	O
	
	9.3.3.4
	[FFS]
	YES
	ignore


9.2.2.2

INITIAL CONTEXT SETUP RESPONSE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the NG-RAN node to confirm the setup of a UE context.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Successfully Setup Response List
	O
	
	<ref>
	[FFS align with PDU Session management]
	YES
	ignore

	PDU Session Resource Failed to Setup List
	O
	
	PDU Session List
9.3.1.13
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.2.3
INITIAL CONTEXT SETUP FAILURE

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.
This message is sent by the NG-RAN node to indicate that the setup of the UE context was unsuccessful.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	ignore

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	ignore

	PDU Session Resource Failed to Setup List
	O
	
	PDU Session List
9.3.1.13
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


///////////////////////////////////////////////////////////////////// TP Stop for 38.413 /////////////////////////////////////////////////////////////////////////
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