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1
Introduction
This paper discusses one open issue for centralized retransmission. TP is also provided.
2
Discussion

At the RAN3#97bis, detailed call flow was captured in centralized retransmission in intra-gNB-CU mobility. As part of this discussion, the new section was created with editor’s note.

8.3.2
Centralised Retransmission in Inter gNB-CU Cases

Editor’s Note: The content of this section and whether a notification over F1-C is needed in some cases is FFS.

There are some related FFS in Section 8.2 intra-gNB-CU mobility below. However, general inter-gNB mobility should be equally applied to the inter-gNB-CU mobility. We don’t see any need to capture such scenario nor enhancement.

Editor Note: It is FFS whether to capture a signalling flow for inter-gNB-CU mobility case. 

Editor’s note: It is FFS whether the UE Mobility Command message contains the information on whether the handover is inter-CU or intra-CU.
Editor’s note: It is FFS whether the UE Mobility Command Acknowledge may contain the information about the unsuccessfully delivered PDCP PDUs.
Proposal: It is proposed to remove Section 8.3.2 Centralised Retransmission in Inter gNB-CU Cases as proposed in the TP.
3
Conclusions
Proposal: It is proposed to remove Section 8.3.2 Centralised Retransmission in Inter gNB-CU Cases as proposed in the TP.
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