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1
Introduction

There are still some FFS issues which should be discussed in TS 38.470 [1]. In this paper, we clean up the related FFS issues.
2
Discussion

For Section 4.1, the second Editor’s note should be removed, as function split between CU and DU has already been captured in Annex..

For Section 5.2.2, the Editor’s note should be removed, as the gNB-DU management function is merged with Section 5.2.1, F1 interface management function.

For Section 7.1 and 7.2, the Editor’s notes should be removed.
3
Conclusion

In this paper, we have updated the TS 38.470 and proposed the following:

Proposal 1: Remove the first Editor’s note in Section 4.1.
Proposal 2: Merge Section 5.2.2 with Section 5.2.1.
Proposal 3: Remove the Editor’s notes in Section 7.
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4.1
F1 interface general principles

The general principles for the specification of the F1 interface are as follows:

-
the F1 interface shall be open;

-
the F1 interface shall support the exchange of signalling information between the endpoints, in addition the interface shall support data transmission to the respective endpoints;

-
from a logical standpoint, the F1 is a point-to-point interface between the endpoints. 

NOTE 1:
A point-to-point logical interface should be feasible even in the absence of a physical direct connection between the endpoints.

-
the F1 interface shall support control plane and user plane separation;

-
the F1 interface shall separate Radio Network Layer and Transport Network Layer;

-
the F1 interface shall enable exchange of UE associated information and non-UE associated information;

-
the F1 interface shall be future proof to fulfil different new requirements, support new services and new functions;

-
one gNB-CU and set of gNB-DUs are visible to other logical nodes as a gNB. The gNB terminates X2, Xn, NG and S1-U interfaces;

-
the CU may be separated in control plane (CP) and user plane (UP).

Editor’s Note: how to realize the CP and UP separation (e.g., by implementation) is FFS.


4.2
F1 interface specification objectives

The F1 interface specifications facilitate the following:

-
inter-connection of gNB-CU and gNB-DU supplied by different manufacturers.

4.3
F1 interface capabilities

4.4
F1 interface characteristics

5
Functions of the F1 interface

5.1
General
The following clauses describe the functions supported over F1-C and F1-U. Furthermore, examples of the location of some RRM functions are shown in the Annex A.
5.2
F1-C functions
5.2.1
F1 interface management function
The error indication function is used by the gNB-DU or gNB-CU to indicate to the gNB-CU or gNB-DU that an error has occurred.

The reset function is used to initialize the peer entity after node setup and after a failure event occurred. This procedure can be used by both the gNB-DU and gNB-CU.

The F1 setup  function allows to exchange application level data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. The F1 setup is initiated by the gNB-DU.

The gNB-CU Configuration Update and gNB-DU Configuration Update functions allow to update application level configuration data needed between gNB-CU and gNB-DU to interoperate correctly over the F1 interface, and activate or deactivate the cells.
Editor’s note: The space of NR Cell ID, and how/whether to map them in the gNB-CU are FFS.



5.2.2
System Information management function

Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.

The gNB-DU is responsible for the encoding of NR-MIB. In case broadcast of RMSI and other SI messages is needed, the gNB-DU is responsible for the encoding of RMSI and the gNB-CU is responsible for the encoding of other SI messages.

5.2.3
gNB-DU and gNB-CU measurement reporting function (FFS)

Editor’s note: Further detail is FFS.
The gNB-DU and gNB-CU measurement reporting functions are used to report the measurements of gNB-DU and and gNB-CU, respectively. 

5.2.4
Load management function (FFS)

Editor’s note: Further detail is FFS.
The load management function allows the gNB-CU and gNB-DU to request the reporting of load information to the gNB-DU and gNB-CU, respectively. 
5.2.5
Paging function 

The gNB-DU is responsible for transmitting the paging information according to the scheduling parameters provided.

The gNB-CU provides paging information to enable gNB-DU to calculate the exact PO and PF. The gNB-CU is responsible for calculating PA. The gNB-DU consolidates all the paging records for a particular PO, PF and PA, and encodes the final RRC message and broadcasts the paging message on the respective PO, PF and PA.

5.2.6
F1 UE context management function

The F1 UE context management function supports the establishment and modification of the necessary overall initial UE context.

The establishment of the F1 UE context is initiated by the gNB-CU and accepted or rejected by the gNB-DU based on admission control criteria (e.g., resource not available).

The modification of the F1 UE context can be initiated by either gNB-CU or gNB-DU. The receiving node can accept or reject the modification. The F1 UE context management function also supports the release of the context previously established in the gNB-DU. The release of the context is triggered by the gNB-CU either directly or following a request received from the gNB-DU. The gNB-CU request the gNB-DU to release the UE Context when the UE enters into RRC_INACTIVE mode.
This function can be also used to manage bearer, i.e., establishing, modifying and releasing radio bearer resources for user data transport. The establishment and modification of radio bearer resources are triggered by the gNB-CU and accepted/rejected by the gNB-DU based on resource reservation information and QoS information to be provided to the gNB-DU.
The mapping between QoS flows and radio bearers is performed by gNB-CU and the granularity of bearer related management over F1 is radio bearer level. To support PDCP duplication for intra-DU CA, one data radio bearer should be configured with two GTP-U tunnels between gNB-CU and a gNB-DU (FFS for UL).
Editor’s note: What is UE context needs to be clarified.
Editor’s note: The relationship of bearer management and simultaneous transmission from two gNB-DUs is FFS.

Editor’s note: How to split and configure RRM functions between gNB-CU and gNB-DU is FFS.

Editor’s note: How to provide QoS information to gNB-DU is FFS.

5.2.7
RRC message transfer function

This function allows to transfer RRC messages between gNB-CU and gNB-DU. RRC messages are transferred over F1-C. The gNB-CU is responsible for the encoding of the dedicated RRC message with assistance information provided by gNB-DU.
5.3
F1-U functions
5.3.1
Transfer of user data 

This function allows to transfer of user data between gNB-CU and gNB-DU.

5.3.2
Flow control function 

This function allows to control the downlink user data flow to the gNB-DU. The detailed protocol is specified in TS 38.475 [7].

Editor’s note: Whether to support uplink flow control is FFS.
6
Procedures of the F1 interface

6.1
Control plane procedures

6.1.1
Interface Management procedures

The F1 Interface management procedures are listed below:

-
Reset procedure

-
Error Indication procedure

-
F1 Setup procedure

-
gNB-DU Configuration Update procedure

-
gNB-CU Configuration Update procedure

6.1.2
Context Management procedures

The F1 Context management procedures are listed below:

-
UE Context setup procedure

-
UE Context Release Request (gNB-DU initiated) procedure

-
UE Context Release (gNB-CU initiated) procedure

-
UE Context Modification (gNB-CU initiated) procedure

-
UE Context Modification Required (gNB-DU initiated) procedure

-
UE Mobility Command procedure

Editor’s Note: the naming of each procedure is FFS

6.1.3 
RRC Message Transfer procedures

The F1 RRC message transfer procedures are listed below:

-
Initial UL RRC Message Transfer procedure

-
UL RRC Message Transfer procedure

-
DL RRC Message Transfer procedure

6.1.4
System Information procedures

The F1 System information procedures are listed below:

-
System Information Delivery Command procedure

6.1.5
Paging procedures 

The F1 Paging procedures are listed below:

-
Paging procedure

6.2
User plane procedures

7
F1 interface protocol structure

7.1
F1 Control Plane Protocol (F1-C)

Figure 10.2.3.1-1 shows the protocol structure for F1-C. The TNL is based on IP transport, comprising the SCTP on top of IP. The application layer signalling protocol is referred to as F1AP (F1 Application Protocol).
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Figure 7.1-1: Interface protocol structure for F1-C


7.2
F1 User Plane Protocol (F1-U)

Figure 10.2.3.2-1 shows the protocol structure for F1-U. The TNL is based on IP transport, comprising the UDP and GTP-U on top of IP.
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Figure 7.2-1: Interface protocol structure for F1-U


8
Other F1 interface specifications

This clause contains the description of the other related 3GPP specifications.

8.1
NG-RAN F1 interface: layer 1 (3GPP TS 38.471)

3GPP TS 38.471 [3] specifies the physical layer technologies that may be used to support the F1 interface.

8.2
NG-RAN F1 interface: signalling transport (3GPP TS 38.472)

3GPP TS 38.472 [4] specifies the signalling bearers for the F1AP for the F1-C interface.

8.3
NG-RAN F1 interface: F1AP specification (3GPP TS 38.473)

3GPP TS 38.473 [5] specifies the F1AP protocol for radio network control plane signalling over the F1 interface.

8.4
NG-RAN F1 interface: data transport and transport signalling (3GPP TS 38.474)

3GPP TS 38.474 [6] specifies the transport bearers for the user plane of the F1-U interface. 

8.5
NG-RAN F1 interface: user plane protocol (3GPP TS 38.475)

3GPP TS 38.475 [7] specifies the user plane protocol being used over the F1-U interface. 

Annex A (informative): RRM in gNB-CU/gNB-DU architecture
A.1 Functional split between gNB-CU and gNB-DU

The RRM functions ensure the efficient use of the available radio resources. In gNB-CU/gNB-DU architecture, different RRM functions may be located at different locations. Table A.1-1 illustrates the split of some RRM functions between gNB-CU and gNB-DU. 

Table A.1-1 RRM functional split between gNB-CU and gNB-DU

	RRM functions 
	Function description
	Location

	Radio bearer control
	Establishment, maintenance and release of radio bearers
	gNB-CU

gNB-DU (FFS)

	Radio admission control 
	Admit or reject the establishment requests for new radio bearers
	gNB-CU 

gNB-DU

	Connection mobility control 
	Management of radio resources in connection with idle or connected mode mobility
	gNB-CU 

gNB-DU (NOTE)

	Dynamic resource allocation  - Packet scheduling 
	Allocate and de-allocate resources to user and control plane packets
	gNB-DU 

	Cell on/off
	Adaptively turn the DL transmission of a cell on and off
	gNB-CU (FFS)
gNB-DU (FFS)

	Inter-RAT Radio resource management
	Management of radio resources in connection with inter-RAT mobility
	gNB-CU

	NOTE: gNB-DU can handle connection mobility control in some cases, e.g., beam-based mobility.


Editor’s note: This table can be revisited and may be updated (if necessary) and further details are FFS
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