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1   Introduction
This is a proposal for editorial clean up of TS 38.473. The following changes are suggested:
· Moved the definition of eNB-CU UE F1AP ID and eNB-DU UE F1AP ID from 38.473 to 38.401 to have a single place to describe all APID of related RAN3 specifications.
· Reference to Figure 8.3.1.3-2 -> Figure 8.3.1.3-1

· One list range values have brackets included in 9.2.2.1, <maxnoofULTunnels>

· Section 9.2.5 missing, renumbered the 9.2.6 section 

2   Annex – TP
<-- start TP -->
3.1
Definitions

Elementary Procedure: F1AP consists of Elementary Procedures (EPs). An Elementary Procedure is a unit of interaction between gNB-CU and gNB-DU. These Elementary Procedures are defined separately and are intended to be used to build up complete sequences in a flexible manner. If the independence between some EPs is restricted, it is described under the relevant EP description. Unless otherwise stated by the restrictions, the EPs may be invoked independently of each other as standalone procedures, which can be active in parallel. The usage of several F1AP EPs together is specified in stage 2 specifications (e.g., TS 38.470 [2]).

An EP consists of an initiating message and possibly a response message. Two kinds of EPs are used:

-
Class 1: Elementary Procedures with response (success and/or failure).

-
Class 2: Elementary Procedures without response.

For Class 1 EPs, the types of responses can be as follows:

Successful:

-
A signalling message explicitly indicates that the elementary procedure successfully completed with the receipt of the response.

Unsuccessful:

-
A signalling message explicitly indicates that the EP failed.

-
On time supervision expiry (i.e., absence of expected response).

Successful and Unsuccessful:

-
One signalling message reports both successful and unsuccessful outcome for the different included requests. The response message used is the one defined for successful outcome.

Class 2 EPs are considered always successful.

gNB-CU UE F1AP ID: as defined in TS 38.401 [4] 

gNB-DU UE F1AP ID: as defined in TS 38.401 [4]
<-- next change -->
8.3.1.3
Unsuccessful Operation
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Figure 8.3.1.3-1: UE Context Setup Request procedure: unsuccessful Operation.

If the gNB-DU is not able to establish an F1 UE context, or cannot even establish one non-GBR bearer it shall consider the procedure as failed and reply with the UE CONTEXT SETUP FAILURE message.
<-- next change -->
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID (FFS)
	O
	
	9.3.1.5
	
	FFS
	FFS

	C-RNTI (FFS)
	O
	
	FFS
	
	
	

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	SRB to Be Setup List
	
	
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs> [FFS]
	
	
	
	

	>SRB ID
	
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> [FFS]
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB QoS profile (FFS)
	
	
	
	
	-
	

	>>Flow-level QoS profile (FFS)
	
	
	
	
	
	

	>>Flow-to-DRB mapping (FFS)
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List (FFS)
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-


Editor’s note: for intra-DU CA PDCP duplication, two F1-U tunnels can be set up to distinguish duplicated PDCP PDUs belonging to the same DRB. It is FFS whether multiple tunnels are needed or if a single tunnel is enough.

Editor’s Note: The presence of APID/CRNTI/SRB/DRB depends on if this message is used to set up the UE associated logical F1 connection. It is also FFS whether gNB-DU UE F1 AP ID will be included. The naming of the GTP tunnel endpoint is FFS. 

	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is FFS. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is FFS. 

	maxnoofULTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


<-- next change -->
9.2.5
Paging messages

9.2.5.1
PAGING

This message is sent by the gNB-CU and is used to request the gNB-DU to page UEs.

Direction: gNB-CU ( gNB-DU

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	UE Identity Index value
	M
	
	FFS
	
	YES
	reject

	UE Paging identity
	M
	
	FFS
	
	YES
	reject

	Paging DRX
	O
	
	FFS
	
	YES
	ignore

	Paging Priority
	O
	
	FFS
	
	YES
	ignore

	Paging Cell List 
	
	1
	
	
	
	

	>Paging Cell Item IEs
	
	1 .. <maxnoofPagingCells>
	
	
	EACH
	ignore

	>>Cell-ID
	M
	
	FFS
	
	-
	


	Range bound
	Explanation

	maxnoofPagingCells
	Maximum no. of paging cells, the maximum value is FFS. 


Editor’s note: The detailed definition for the IEs above and the inclusion of additional IEs is FFS.
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