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1   Introduction
This is a proposal to remove some of the FFS that are obsolete following the discussion in the past meetings. As indicated by the chairman, the intention is to split the work into one part aiming at finishing the TS for the December freeze and one BL CR containing the enhancements for the June freeze.
In this paper we try to remove FFS where we think there is a chance to relatively easy remove the FFS.
2   Discussion

There is a general FFS on the naming of the UE context Management procedures in section 8.3 stating that “the naming of the UE Context Management procedures are FFS”. We propose that this one can be removed 
Proposal 1: Agree on the naming for context management.
The human readable name was introduced for S1AP and is now proposed for F1AP. But at the moment there is an FFS in 9.2.1.4 stating: “The gNB-DU Name IE definition and whether it will be introduced is FFS”. Hence we propose to remove this and introduce this in a similar way as was done for S1AP.
Proposal 2: Introduce the gNB-DU human readable name and remove the related FFS
For configuration update there is a maximum value for the number of cells supported for one DU. We believe that it should be fairly easy to settle on a reasonable number which is large enough not limiting future implementations. We propose to set the maximum value of maxCellingNBDU to 512 and remove the FFS. We also note that the range definition is missing for some sections.
Proposal 3: Set the maximum value of maxCellingNBDU to 512 and remove the FFS 

In UE context management, there are maximum values for SRB/DRB which are currently stated as FFS. This is not yet settled in RAN2, but we propose to set this to reasonable value at this point and consider to update this later when RAN2 has reached an agreement. Just to make it easy, we propose to use the current value from LTE and multiply by two, leading to maximum value of 8 and 32 respectively.
Proposal 4: Set the maxnoofSRBs to 8 and maxnoofDRBs to 32and remove the FFSs
There is also an FFS on the gNB-DU-ID. This value is only required to be unique within the CU, but as discussed in last meeting the address range should be big enough to enable a uniqueness within the PLMN. Therefore, we propose to set this range to be on a similar range as the cell identity, i.e. 36 bits. 
But since there is also discussion not to prohibit the scenario where one cell may be handled by two DUs, we believe that it may be clever to take some extra space in order to be future proof. Therefore we propose a length of 38 bits.
Proposal 5: Set the range of the gNB DU ID to be 38 bits
3   Conclusion
Based on the discussion in this paper, we propose to make something good instead of something bad. The detailed proposals are:
Proposal 1:
Agree on the naming for context management.
Proposal 2:
Introduce the gNB-DU human readable name and remove the related FFS
Proposal 3:
Set the maximum value of maxCellingNBDU to 512 and remove the FFS
Proposal 4:
Set the maxnoofSRBs to 8 and maxnoofDRBs to 32and remove the FFSs
Proposal 5:
Set the range of the gNB DU ID to be 38 bits


4   Annex – TP
<-- start TP -->
8.3
UE Context Management procedures

The purpose of the UE Context management procedure is to establish and release the necessary UE Context over F1. C-RNTI is allocated by gNB-DU during this procedure when UE initially accesses to the gNB.

<-- next change -->
9.2.1.4
F1 SETUP REQUEST

This message is sent by the gNB-DU to transfer information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-DU ID
	M
	
	9.3.1.9
	
	YES
	reject

	gNB-DU Name 
	O
	
	PrintableString(SIZE(1..150,…))
	
	YES
	ignore

	gNB-DU Served Cells List
	
	1
	
	List of cells configured in the gNB-DU
	
	

	>gNB-DU Served Cells Item
	
	1.. <maxCellingNBDU>
	
	
	YES
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	M
	
	FFS
	RRC container with system information owned by gNB-DU
	-
	-



<-- next change -->
9.2.1.4
F1 SETUP REQUEST

This message is sent by the gNB-DU to transfer information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-DU ID
	M
	
	9.3.1.9
	
	YES
	reject

	gNB-DU Name (FFS)
	O
	
	FFS
	Human readable gNB-DU name (FFS)
	FFS
	FFS

	gNB-DU Served Cells List
	
	1
	
	List of cells configured in the gNB-DU
	
	

	>gNB-DU Served Cells Item
	
	1.. <maxCellingNBDU>
	
	
	YES
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	M
	
	FFS
	RRC container with system information owned by gNB-DU
	-
	-


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU, the maximum value is 512.


Editor’s note: The gNB-DU Name IE definition and whether it will be introduced is FFS.

9.2.1.5
F1 SETUP RESPONSE

This message is sent by the gNB-CU to transfer information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB ID (FFS)
	M
	
	
	
	FFS
	FFS

	Cells to be Activated List
	
	0.. 1
	
	
	
	

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	List of cells to be activated
	YES
	reject

	>>NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-

	>>gNB-CU System Information
	M
	
	
	RRC container with system information owned by gNB-CU 
	-
	-

	>>Broadcast PLMN (FFS)
	
	
	
	
	FFS
	FFS

	>>TAI (FFS)
	
	
	
	
	FFS
	FFS


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU, the maximum value is 512.


Editor’s note: it is FFS whether the NR Cells ID will be: (1) local cell ID (NCI without gNB ID), (2) NCI or (3) PCI. 

Editor’s note: it is FFS whether the PLMN and TAI will be included (1) in the F1 Setup Request in the Served Cells Information IE, or (2) in the F1 Setup Response.

9.2.1.6
F1 SETUP FAILURE

This message is sent by the gNB-CU to indicate F1 Setup failure.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Time to wait
	O
	
	FFS
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.1.7
GNB-DU CONFIGURATION UPDATE

This message is sent by the gNB-DU to transfer updated information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Served Cells To Add List
	
	0..1
	
	Complete list of added cells served by the gNB-DU
	YES
	reject

	>Served Cells To Add Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	M
	
	FFS
	RRC container with system information owned by gNB-DU
	-
	-

	Served Cells To Modify List
	
	0..1
	
	Complete list of modified cells served by the gNB-DU
	YES
	reject

	>Served Cells To Modify Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-

	>>Served Cell Information
	M
	
	9.3.1.10
	Information about the cells configured in the gNB-DU
	-
	-

	>>gNB-DU System Information
	M
	
	FFS
	RRC container with system information owned by gNB-DU
	-
	-

	Served Cells To Delete List
	
	0..1
	
	Complete list of deleted cells served by the gNB-DU
	YES
	reject

	>Served Cells To Delete Item
	
	0 .. <maxCellingNBDU>
	
	
	EACH
	reject

	>>Old NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU, the maximum value is 512.


9.2.1.8
GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by a gNB-CU to a gNB-DU to acknowledge update of information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cells to be Activated List
	
	0.. 1
	
	List of cells to be activated
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-

	>> gNB-CU System Information
	M
	
	FFS
	RRC container with system information owned by gNB-CU
	-
	-

	>>Broadcast PLMN (FFS)
	
	
	
	
	FFS
	FFS

	>>TAI (FFS)
	
	
	
	
	FFS
	FFS

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU, the maximum value is 512.


Editor’s note: it is FFS whether the NR Cells ID will be: (1) local cell ID (NCI without gNB ID), (2) NCI or (3) PCI. 

Editor’s note: it is FFS whether the PLMN and TAI will be included (1) in the GNB-DU GONFIGURATION UPDATE in the Served Cells Information IE, or (2) in the GNB-DU GONFIGURATION UPDATE ACKNOWLEDGE.

9.2.1.9
GNB-DU CONFIGURATION UPDATE FAILURE

This message is sent by the gNB-CU to indicate gNB-DU Configuration Update failure.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


9.2.1.10
GNB-CU CONFIGURATION UPDATE

This message is sent by the gNB-CU to transfer updated information for a TNL association.

Direction: gNB-CU ( gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-

	>> gNB-CU System Information
	M
	
	FFS
	RRC container with system information owned by gNB-CU
	
	

	>>Broadcast PLMN (FFS)
	
	
	
	
	FFS
	FFS

	>>TAI (FFS)
	
	
	
	
	FFS
	FFS

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU, the maximum value is 512.


9.2.1.11
GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE

This message is sent by a gNB-DU to a gNB-CU to acknowledge update of information for a TNL association.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cells Failed to be Activated List
	
	0..1
	
	List of cells which are failed to be activated
	YES
	reject

	>Cells Failed to be Activated Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>>NR Cell ID
	M
	
	FFS
	NR cell identifier (FFS)
	-
	-

	>>Cause
	M
	
	9.3.1.2
	
	-
	-

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. cells that can be served by a gNB-DU, the maximum value is 512.


Editor’s note: it is FFS whether the NR Cell ID will be: (1) local cell ID (NCI without gNB ID), (2) NCI or (3) PCI. 

Editor’s note: it is FFS whether the PLMN and TAI will be included (1) in the GNB-CU GONFIGURATION UPDATE in the Served Cells Information IE, or (2) in the GNB-CU GONFIGURATION UPDATE ACKNOWLEDGE.

9.2.1.12
GNB-CU CONFIGURATION UPDATE FAILURE

This message is sent by the gNB-DU to indicate gNB-CU Configuration Update failure.

Direction: gNB-DU ( gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


<-- next change -->
9.2.2.1
UE CONTEXT SETUP REQUEST

This message is sent by the gNB-CU to request the setup of a UE context.
Direction: gNB-CU ( gNB-DU. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M 
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID (FFS)
	O
	
	9.3.1.5
	
	FFS
	FFS

	C-RNTI (FFS)
	O
	
	FFS
	
	
	

	Target cell ID (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	SRB to Be Setup List
	
	
	
	
	
	

	>SRB to Be Setup Item IEs
	
	1 .. <maxnoofSRBs> 
	
	
	
	

	>SRB ID
	
	
	9.3.1.7
	
	
	

	DRB to Be Setup List
	
	1
	
	
	YES
	reject

	>DRB to Be Setup Item IEs
	
	1 .. <maxnoofDRBs> 
	
	
	EACH
	reject

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>>DRB QoS profile (FFS)
	
	
	
	
	-
	

	>>Flow-level QoS profile (FFS)
	
	
	
	
	
	

	>>Flow-to-DRB mapping (FFS)
	
	
	
	
	
	

	>>E-UTRAN QoS
	O
	
	
	Used for EN-DC case to convey E-RAB Level QoS Parameters
	
	

	>> Tunnels to be setup List (FFS)
	
	1
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofULTunnels>
	
	
	
	

	>>>>UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-CU endpoint of the F1 transport bearer. For delivery of UL PDUs.
	-
	-


Editor’s note: for intra-DU CA PDCP duplication, two F1-U tunnels can be set up to distinguish duplicated PDCP PDUs belonging to the same DRB. It is FFS whether multiple tunnels are needed or if a single tunnel is enough.

Editor’s Note: The presence of APID/CRNTI/SRB/DRB depends on if this message is used to set up the UE associated logical F1 connection. It is also FFS whether gNB-DU UE F1 AP ID will be included. The naming of the GTP tunnel endpoint is FFS. 

	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 32. 

	<maxnoofULTunnels>
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


9.2.2.2
UE CONTEXT SETUP RESPONSE

This message is sent by the gNB-DU to confirm the setup of a UE context.
Direction: gNB-DU ( gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU UE F1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-DU UE F1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	Mobility Control Info (FFS)
	FFS
	
	FFS
	
	FFS
	FFS

	DRB Setup List
	
	1
	
	
	YES
	ignore

	>DRB Setup Item Iist
	
	1 .. <maxnoofDRBs>
	
	
	EACH
	ignore

	>>DRB ID
	M
	
	9.3.1.8
	
	-
	

	>> Tunnels to be setup List
	
	
	
	
	
	

	>>>Tunnels to Be Setup Item IEs
	
	1 .. <maxnoofDLTunnels>
	
	
	
	

	>>>>DL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint

9.3.2.1
	gNB-DU endpoint of the F1 transport bearer. For delivery of DL PDUs.
	
	

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore


Editor’s Note: The naming of the GTP tunnel endpoint is FFS. 

	Range bound
	Explanation

	maxnoofSRBs
	Maximum no. of SRB allowed towards one UE, the maximum value is 8. 

	maxnoofDRBs
	Maximum no. of DRB allowed towards one UE, the maximum value is 32. 

	maxnoofDLTunnels
	Maximum no. of tunnels allowed towards one DRB, the maximum value is 2.


<-- next change -->
9.3.1.9 
gNB-DU ID

The gNB-DU ID uniquely identifies the gNB-DU at least within a gNB-CU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	gNB-DU ID
	M
	
	 BIT STRING (SIZE(38))
	The gNB-DU ID is independently configured from cell identifiers, i.e. no connection between gNB-DU ID and cell identifiers.


<-- unchanged text omitted -->
9.4.5
Information Element Definitions

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

<-- unchanged text omitted -->
-- G

GNB-CU-F1AP-ID

::= INTEGER (0..4294967295)

GNB-DU-F1AP-ID

::= INTEGER (0..4294967295)

GNB-DU-ID


::= BIT STRING (SIZE(38))
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