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Introduction
In this contribution, we provide text proposal for E1 interface functions.
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Start of Text Proposal for TR 38.806
5.5.3 Idle to Connected state transition
This section shows the example procedure for the Idle to Connected state transition with E1, assuming that the CU-CP allocated the UL TEIDs. Alternatively, the mechanism CU-UP allocates the UL TEIDs was also recognized.
NOTE: The detailed procedure for F1 and NG should be aligned with the latest specification during the normative phase.


The call-flow has the following steps: 
1-2. UE performs random access procedure.
3. UE sends an RRC CONNECTION REQUEST. This message will at least include a CN UE temporary identifier.
4a. Network responds with a L2 contention resolution message. In the L2 message the content of the RRC CONNECTION REQUEST is echoed back to the UE. This message can be sent before or after step 4b.
4b. The DU forwards the UE RRC message to the CU-CP in an F1-AP INITIAL UL RRC MESSAGE TRANSFER. This message includes additional information such as a F1-AP UE identifier, UE assigned C-RNTI and lower layer configuration.
5. In case the CU-CP decides to accept the UE it will generate an RRC CONNECTION SETUP message and send this message in an F1-AP DL RRC TRANSFER message to the DU. In addition to the RRC message the F1-AP message contains an F1-AP UE identifier. The content of the RRC message may include information received from the DU in previous step.
6-7. The RRC connection is setup over the radio.
8. The DU forwards the UE RRC message to the CU-CP. The forwarded RRC message may contain NAS information, information related to CN node selection and slicing information etc.
9. The CU-CP sends an NG-AP INITIAL UE MESSAGE to the 5GC. 
10. In case the 5GC decides to setup the UE context it will send an NG-AP INITIAL CONTEXT SETUP REQUEST message. 
11. At this point the RAN receives the UE context and may initiate several procedures which some may happen in parallel.
11a-14a. These steps correspond to the security mode command procedure triggering the setup of UE security. From this point on subsequent radio signalling or data will be encrypted and the signalling will be integrity protected. These steps can be performed in parallel to 11b-14b.
11b-14b.  Involves setting up resources in the DU and CU-UP for the particular UE. In the call flow, it is shown that the CU-CP first sends F1-AP UE CONTEXT SETUP REQUEST to the DU and after receiving the F1-AP UE CONTEXT SETUP RESPONSE the CU-CP sets up a bearer in the CU-UP. 
NOTE: In case that the CU-UP allocates the UL TEIDs, two additional messages need to be exchanged between CU-CP and CU-UP, so that the CU-CP can retrieve the UL TEIDs before step 11b.
In step 11b the DU is provided with UE context information including UE radio access capabilities, UE DRB, UL GTP TEID and QoS related information. The DU then configures and allocates resources for the UE. In step 12b the lower layer configuration of the DRBs are provided to the CU-CP.
15. The CU generates an RRC CONNECTION RECONFIGURATION message and sends it down to the DU. This step need to be performed after 11b-12b since the RRC message contains lower layer configuration of the DRBs provided by the DU. Step 15 can happen before 14a and 14b. 
16-17. RRC reconfiguration procedure. After this procedure, UL data transmission can start.
18. The DU encapsulates the RRC message in F1-AP UL RRC MESSAGE TRANSFER message and sends to the CU-CP.
19. The CU-CP acknowledges the context setup request from the 5GC. It also provides the 5GC with GTP TEIDs for the CU-UP.
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