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1
Discussion
The attached TP provides technical updates and corrections for TS 38.413 to e.g. reflect RAN3 agreements, harmonize text introduced by different companies, resolve inconsistencies between specs, resolve obvious technical errors that went unnoticed when pCRs were agreed, etc.

SUMMARY OF CHANGES:

1) Cover page: Align specification title with official name on 3GPP portal.

2) Section 9.3.1.6: Captures the following agreement from RAN3#98:

en-gNB ID == CHOICE with variable-length non-extensible BIT STRING (22-32 bits)

The above applies to X2AP, XnAP, F1AP, NGAP

Rapporteurs to update relevant specs (expected as rapporteur input for next meeting)

3) Section 9.3.3.2: Increase the range of RAN UE NGAP ID IE from 224 (which was copy/paste from S1AP) to 232 (which is the range decided for gNB-CU UE F1AP ID IE in TS 38.473, and for en-gNB UE X2AP ID IE in TS 36.423). This resolves an apparent inconsistency between NGAP and F1AP/X2AP, i.e. if 224 is not considered big enough for gNB-CU UE F1AP ID IE or en-gNB UE X2AP ID IE, then it seems clear that it is also not big enough for RAN UE NGAP ID IE.
4) Editorials, e.g.:
· Section 9.2.5.1: GUAMFI => GUAMI

· Section 9.2.6.7: Align IE names with procedural text in section 8.7.3.2.

