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1. Introduction
In the last meeting, the RAN3 agreed that the S-NSSAI should be provided by the MN in the S-NODE MODIFICATION REQUEST message. This pCR (which is revision of R3-180548) is re-submitted for formal agreement in this meeting.
2. Text proposal to TS 38.423
This section provides the Text proposal to TS 38.423 based on the RAN3 agreement.
----------------Start of the First Change---------------
9.1.2.5
S-NODE MODIFICATION REQUEST

This message is sent by the M-NG-RAN node to the S-NG-RAN node to request the preparation to modify S-NG-RAN node resources for a specific UE.

Direction: M-NG-RAN node ( S-NG-RAN node.
Editor’s Note: The tabular below is FFS.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID <reference>
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

<reference>
	Allocated at the S-NG-RAN node
	YES
	reject

	Cause
	M
	
	<reference>
	
	YES
	ignore

	SCG Change Indication
	O
	
	<reference>
	
	YES
	ignore

	Serving PLMN
	O
	
	PLMN Identity

<reference>
	The serving PLMN of the SCG in the S-NG-RAN node.
	YES
	ignore

	Handover Restriction List
	O
	
	<reference>
	
	YES
	ignore

	SCG Configuration Query
	O
	
	9.2.13
	
	YES
	ignore

	UE Context Information
	
	0..1
	
	
	YES
	reject

	>UE Security Capabilities
	O
	
	<reference>
	
	–
	–

	>SgNB Security Key
	O
	
	<reference>
	Editor’s Note: terminology “S-KgNB” to be fixed with SA3 and RAN2
	–
	–

	>S-NG-RAN node UE Aggregate Maximum Bit Rate
	O
	
	UE Aggregate Maximum Bit Rate

<reference>
	
	–
	–

	> PDU sessions To Be Added List
	
	0..1
	
	
	–
	–

	>> PDU sessions To Be Added Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>> PDU sessions ID
	M
	
	<reference>
	
	–
	–

	>>>>> S-NSSAI
	O
	
	<reference>
	
	–
	–

	>>>>> PDU sessions Level QoS Parameters
	M
	
	<reference>
	Includes necessary QoS parameters
	–
	–

	>>>>>DL Forwarding 
	O
	
	<reference>
	
	–
	–

	>>>>>NG UL GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	UPF endpoint of the NG transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>>Correlation ID
	O
	
	Correlation ID
<reference>
	
	–
	–

	>>>>>SIPTO Correlation ID
	O
	
	Correlation ID

<reference>
	
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>> PDU sessions ID
	M
	
	<reference>
	
	–
	–

	>>>>> S-NSSAI
	O
	
	<reference>
	
	–
	–

	>>>>> PDU sessions Level QoS Parameters
	M
	
	<reference>
	Includes necessary QoS parameters
	–
	–

	>>>>>M-NG-RAN node GTP Tunnel Endpoint
	M
	
	GTP Tunnel Endpoint <reference>
	M-NG-RAN node endpoint of the Xn transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>>RLC Mode
	M
	
	9.2.14
	Editor’s Note: The RLC Mode IE is meant to be indicated on a per DRB basis. The message structure does not yet account for that.
	–
	

	> PDU sessions To Be Modified List
	
	0..1
	
	
	–
	–

	>> PDU sessions To Be Modified Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>> PDU sessions ID
	M
	
	<reference>
	
	–
	–

	>>>>> PDU sessions Level QoS Parameters
	O
	
	<reference>
	Includes QoS parameters to be modified
	–
	–

	>>>>>NG UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	UPF endpoint of the NG transport bearer. For delivery of UL PDUs.
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>> PDU sessions ID
	M
	
	<reference>
	
	–
	–

	>>>>> PDU sessions Level QoS Parameters
	O
	
	<reference>
	Includes QoS parameters to be modified
	–
	–

	>>>>>M-NG-RAN node GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	M-NG-RAN node endpoint of the Xn transport bearer. For delivery of UL PDUs.
	–
	–

	> PDU sessions To Be Released List
	
	0..1
	
	
	–
	–

	>> PDU sessions To Be Released Item
	
	1 .. <maxnoofPDUsessions>
	
	
	EACH
	ignore

	>>>CHOICE Bearer Option
	M
	
	
	
	
	

	>>>>SCG Bearer
	
	
	
	
	
	

	>>>>> PDU sessions ID
	M
	
	<reference>
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	Identifies the Xn transport bearer used for forwarding of DL PDUs
	–
	–

	>>>>>UL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	Identifies the Xn transport bearer. used for forwarding of UL PDUs
	–
	–

	>>>>Split Bearer
	
	
	
	
	
	

	>>>>> PDU sessions ID
	M
	
	<reference>
	
	–
	–

	>>>>>DL Forwarding GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint <reference>
	Identifies the Xn transport bearer used for forwarding of DL PDUs
	–
	–

	M-NG-RAN node to S-NG-RAN node Container
	O
	
	OCTET STRING
	Includes the SCG-ConfigInfo message as defined in TS 38.331 [x]
	YES
	ignore
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