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1
Introduction
This paper proposes to add TAC in Served Cell Information IE for TS 38.473 (EN-DC).
2
Discussion

It was already agreed to introduce TAC for BL CR for SA. However, this information is needed for X2 as defined in §9.2.3 Handover Restriction List in TS 36.423.

This IE defines roaming or access restrictions for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO, or for SCG selection during dual connectivity operation. This IE defines roaming or access restrictions for subsequent mobility action for which the eNB provides information about the target of the mobility action towards the UE, e.g., handover and CCO, or for SCG selection during dual connectivity operation.
Therefore, the introduction of TAC (at least for 4G TAC, i.e. 2-byte length) is needed in F1 EN-DC version as well. Considering the separation between 4G TAC and 5G TAC (3-byte length) in SA version specification, we propose to introduce this IE as list type. However, the format could be further discussed as proposed in [1].
Proposal 1: It is proposed to add TAC List IE in Served Cell Information IE for forward compatibility.
Proposal 2: It is proposed to agree on the TP provided in the Annex for TS 38.473 (BL CR for EN-DC).

3
Conclusions
Proposal 1: It is proposed to add TAC List IE in Served Cell Information IE for forward compatibility.
Proposal 2: It is proposed to agree on the TP provided in the Annex for TS 38.473 (BL CR for EN-DC).
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Beginning of Text Proposal to TS 38.473
9.3.1.10
Served Cell Information

This IE contains cell configuration information of a cell in the gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NCGI
	M
	
	9.3.1.12
	
	-
	-

	PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	
	

	TAC List
	M
	1..2
	
	List of Tracking Area Codes
	-
	-

	>TAC
	M
	
	9.3.1.x
	
	YES
	reject

	Broadcast PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	–
	–

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	-

	CHOICE NR-Mode-Info 
	M
	
	
	
	–
	–

	>FDD
	
	
	
	
	
	

	>>FDD Info
	
	1
	
	
	-
	-

	>>>UL ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>DL ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>>UL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>>>DL Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	>TDD
	
	
	
	
	-
	-

	>>TDD Info
	
	1
	
	
	-
	-

	>>>ARFCN
	M
	
	NR ARFCN

9.3.1.17
	
	–
	–

	>>> Transmission Bandwidth
	M
	
	NR Transmission Bandwidth

9.3.1.15
	
	–
	–

	SUL Information 
	O
	
	9.3.1.29
	
	-
	-


	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.


Next Text Proposal to TS 38.473
9.3.1.x 
TAC
This information element is used to uniquely identify a Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE TAC
	
	
	
	

	>Legacy TAC
	
	
	
	

	>>TAC
	M
	
	OCTET STRING (SIZE (2))
	

	>Extended TAC
	
	
	
	

	>>Extended TAC
	M
	
	OCTET STRING (SIZE (3))
	


End of Text Proposal to TS 38.473
