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1
Introduction

RAN3 decided to remove data forwarding from the corresponding node for MR-DC with 5GC, but we forgot to approve the corresponding stage 3 TP for XnAP.
With the massive re-structuring of XnAP, which will continue in the upcoming meetings, it is proposed to rather observe the decision during the restucturing than to correct soon obsolete tabular message definitions.

2
Text Proposal

Note: No changes necessary for procedural text of the M-NG-RAN node initiated S-NG-RAN node Modification Preparation procedure in section 8.3.3.
<<<<<<<<<<<<<<<<<<<< First Change>>>>>>>>>>>>>>>>>>>>

8.3.5
M-NG-RAN node initiated S-NG-RAN node Release
Editor’s Note: All the text below is FFS.
8.3.5.1
General

The M-NG-RAN node initiated S-NG-RAN node Release procedure is triggered by the M-NG-RAN node to initiate the release of the resources for a specific UE.
The procedure uses UE-associated signalling.

8.3.5.2
Successful Operation
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Figure 8.3.5.2-1: M-NG-RAN node initiated S-NG-RAN node Release, successful operation

The M-NG-RAN node initiates the procedure by sending the S-NODE RELEASE REQUEST message. Upon reception of the S-NODE RELEASE REQUEST message the S-NG-RAN node shall stop providing user data to the UE.

The S-NG-RAN node UE XnAP ID IE shall be included if it has been obtained from the S-NG-RAN node. The M-NG-RAN node shall provide appropriate information within the Cause IE.
If the PDU session context in the S-NG-RAN node was configured with the SCG bearer option, for each SCG bearer for which the M-NG-RAN node requests forwarding of uplink/downlink data, the M-NG-RAN node includes the UL Forwarding GTP Tunnel Endpoint/ DL Forwarding GTP Tunnel Endpoint IE within the PDU sessions To Be Released Item IE of the S-NODE RELEASE REQUEST message to indicate that the S-NG-RAN node should perform data forwarding of uplink/downlink packets for that SCG bearer.


Upon reception of the S-NODE RELEASE REQUEST message containing UE Context Kept Indicator IE set to “True”, the S-NG-RAN node shall, if supported, only initiate the release of the resources related to the UE-associated signalling connection between the M-NG-RAN node and the S-NG-RAN node.
If the S-NG-RAN node confirms the request to release S-NG-RAN node resources it shall send the SGNB RELEASE REQUEST ACKNOWLEDGE message to the M-NG-RAN node.
8.3.5.3
Unsuccessful Operation


[image: image2.emf]M-NG-RAN node S-NG-RAN node

S-NODE RELEASE REQUEST

S-NODE RELEASE REJECT


Figure 8.3.5.3-1: M-NG-RAN node initiated S-NG-RAN node Release, unsuccessful operation

If the S-NG-RAN node cannot confirms the request to release S-NG-RAN node resources it shall send the S-NODE  RELEASE REJECT message to the M-NG-RAN node with an appropriate cause indicated in the Cause IE.
8.3.5.4
Abnormal Conditions

Void.

8.3.6
S-NG-RAN node initiated S-NG-RAN node Release
Editor’s Note: All the text below is FFS.
8.3.6.1
General

This procedure is triggered by the S-NG-RAN node to initiate the release of the resources for a specific UE.

The procedure uses UE-associated signalling.

8.3.6.2
Successful Operation
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Figure 8.3.6.2-1: S-NG-RAN node initiated S-NG-RAN node Release, successful operation.

The S-NG-RAN node initiates the procedure by sending the S-NODE RELEASE REQUIRED message to the M-NG-RAN node.
Upon reception of the S-NODE RELEASE REQUIRED message, the M-NG-RAN node replies with the S-NODE RELEASE CONFIRM message.
For each PDU session configured with the SCG bearer option, the M-NG-RAN node may include the DL Forwarding GTP Tunnel Endpoint IE and the UL Forwarding GTP Tunnel Endpoint IE within the PDU sessions To Be Released Item IE to indicate that it requests data forwarding of uplink and downlink packets to be performed for that bearer.
The S-NG-RAN node may start data forwarding and stop providing user data to the UE upon reception of the S-NODE RELEASE CONFIRM message,

8.3.6.3
Unsuccessful Operation

Not applicable.

8.3.6.4
Abnormal Conditions

Void.
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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