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Introduction
This is a resubmission of the text proposal in R3-180561 for formal approval in RAN3#99 
START OF CHANGES
8.4.2
NG-RAN node Configuration Update 

8.4.2.1
General

Editor’s Note:
The text in this chapter is FFS
The purpose of the NG-RAN node Configuration Update procedure is to update application level configuration data needed for two NG-RAN nodes to interoperate correctly over the Xn-C interface.

Editor’s Note:
Further details FFS
The procedure uses non UE-associated signalling.

8.4.2.2
Successful Operation

Editor’s Note:
The text in this chapter is FFS
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Figure 8.4.2.2-1: NG-RAN node Configuration Update, successful operation

The NG-RAN node1 initiates the procedure by sending an NG-RAN NODE CONFIGURATION UPDATE message to a peer NG-RAN node2.
If the TAI Support List IE is included in the NG-RAN NODE CONFIGURATION UPDATE message, the receiving node shall, if supported, replace any previously provided TAI Support List IE by the received TAI Support List IE 
Editor’s Note:
Further details FFS

Editor’s Note: 
the following alignment with Energy saving should be considered when details available (tabular not yet available): If the Deactivation Indication IE is contained in Served NR Cells To Modify IE, it indicates that the concerned NR cell was switched off to lower energy consumption, and is available for activation on request from the eNB

<<- unchanged text omitted ->>
9.1.3.x
NG-RAN NODE CONFIGURATION UPDATE
Editor’s Note:
The text and the message structure in this chapter are FFS
This message is sent by a NG-RAN node to a neighbouring NG-RAN node to transfer updated information for an Xn-C interface instance.

Direction: NG-RAN node1 ( NG-RAN node2.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	<reference>
	
	YES
	Reject

	TAI Support List
	O
	
	9.2.4
	List of supported TAs and associated characteristics.
	GLOBAL
	reject


<<- unchanged text omitted ->>
9.2.5
Slice Support List
Editor’s Note:
Further details FFS.

This IE indicates the list of supported slices.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Slice Support Item IEs
	
	1..<maxnoofSliceItems>
	
	
	-
	

	>S-NSSAI
	
	1
	9.2.x
	
	-
	

	
	
	
	
	
	
	

	
	
	
	
	
	
	


	Range bound
	Explanation

	maxnoofSliceItems
	Maximum no. of signalled slice support items. Value is FFS. 


Editor’s Note:
whether we need a separate codepoint for signalling “SD only” is FSS
<<- unchanged text omitted ->>
9.2.x
S-NSSAI
This IE indicates the S-NSSAI.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	S-NSSAI
	
	
	
	
	-
	

	>SST
	M
	
	OCTET STRING (SIZE(1)) 
	
	-
	

	>SD
	O
	
	OCTET STRING (SIZE(3))
	
	-
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