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Following the online discussion at RAN3 Adhoc 1801 the following was noted in the chair notes:

CB: # 45_Ext_TAC

-  reformulate St2 so there’s no ambiguity; NG-RAN node -> gNB / ng-eNB (according to case)

- St3: introduce CHOICE in TAC, Sec. 9.3.3

- Any NG HO issues? E.g. from source gNB to target ng-eNB? (if any)

- further check

- liaise RAN2 / SA2 as needed?

The pCR below was endorsed at the RAN3-AH-1801 (in R3-180583), and is now re-submitted for formal agreement by RAN3#99. The pCR has already been pre-implemented in 38.413 v060
Text Proposal for TS 38.413 v. 0.5.0
START OF CHANGES
9.3.3.x
TAI

This information element is used to uniquely identify a Tracking Area.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	TAI
	
	
	
	

	>PLMN Identity
	M
	
	9.3.3.5
	

	>TAC
	M
	
	9.3.3.y
	


NEXT CHANGE
9.3.3.y
TAC

This information element is used to uniquely identify a Tracking Area Code.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE TAC
	
	
	
	

	>Legacy TAC
	
	
	
	

	>>TAC
	M
	
	OCTET STRING (SIZE (2))
	

	>Extended TAC
	
	
	
	

	>>Extended TAC
	M
	
	OCTET STRING (SIZE (3))
	Does not apply to ng-eNB’s


END OF CHANGES
