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1
Introduction
This paper discusses and provides E1 overall procedures. The CR is also provided in [1].
2
Discussion
2.1


UL TNL address allocation
During the execution of any bearer management procedures, for example, NSA 3x bearer setup/modification or SA bearer setup/modification, the F1-U UL TNL Address of CU-UP has to be provided to the DU and the F1-U DL TNL Address of the DU has to be provided to the CU-UP. 

This requires F1AP and E1AP signalling procedures towards DU and CU-UP, respectively. In order to optimize the latency of these setup/modification procedures, we propose that the F1-U UL TNL Address of CU-UP is allocated by CU-CP. This achieves the following objectives:

· Avoid duplicated E1AP procedures towards CU-UP during any setup/modification procedures.
· Improve the latency of these NSA/SA bearer management procedures by allowing parallel signalling towards UE and CU-UP.
Hence, we propose that F1AP procedure is always executed before E1AP procedure while performing any NSA/SA bearer management procedures.

Proposal 1: F1-U UL TNL Address of CU-UP is allocated by CU-CP. F1AP procedure is executed before E1AP procedure while performing any NSA/SA bearer management procedures.
2.2


Overall procedures
During the study phase, lots of call flows were captured. However, we should specify some general procedures. Such list can be follows:

· Bearer setup over F1-U

· Bearer release over F1-U

· Change of CU-UP

· Inter-gNB handover involving CU-UP change

Proposal 2: It is proposed to capture the following general procedures in TS 38.401.

· Bearer setup over F1-U

· Bearer release over F1-U

· Change of CU-UP

· Inter-gNB handover involving CU-UP change

Proposal 3: It is proposed to agree on the CR provided in [1].

3
Conclusions
Proposal 1: F1-U UL TNL Address of CU-UP is allocated by CU-CP. F1AP procedure is executed before E1AP procedure while performing any NSA/SA bearer management procedures.
Proposal 2: It is proposed to capture the following general procedures in TS 38.401.

· Bearer setup over F1-U

· Bearer release over F1-U

· Change of CU-UP

· Inter-gNB handover involving CU-UP change

Proposal 3: It is proposed to agree on the CR provided in [1].
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