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1 Introduction
In last RAN3 meeting, it is agreed to introduce UE radio capability and SCG configuration info into CU to DU RRC information. In this paper, the presence of UE radio capability is discussed. 
2 Discussion
In current TS 38.473, the CU to DU RRC information is defined as follows,

9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SCG-Config-Info
	O
	
	OCTET STRING
	SCG-Config-Info, as defined in TS 38.331 [8].

	UE Radio capabilities
	M
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].

	Handover Preparation Information
	O
	
	OCTET STRING
	HandoverPreparationInformation, as defined in TS 38.331 [8].


The UE radio capabilities IE is mandatory. However, for EN-DC case, SCG-ConfigInfo defined in TS 38.331 already includes UECapabilityInformation->UE-CapabilityRAT-ContainerList->ueCapabilityRAT-Container. That is, UE radio capabilities have already contained in SCG-ConfigInfo. Besides for handover case, HandoverPreparationInformation also includes UE-CapabilityRAT-ContainerList->ueCapabilityRAT-Container. If UE radio capabilities IE is mandatory, UE radio capabilities will be provided twice for EN-DC and handover case. Therefore, 
Proposal 1

It is proposed to change the presence of “UE Radio capabilities” from mandatory to optional. 
3 Conclusion and Proposals
Based on the discussion, we have the following observations and proposals:

Proposal 1

It is proposed to change the presence of “UE Radio capabilities” from mandatory to optional. 
4 Annex - TP
<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
9.3.1.25
CU to DU RRC Information

This IE contains the RRC Information that are sent from gNB-CU to gNB-DU.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	SCG-Config-Info
	O
	
	OCTET STRING
	SCG-Config-Info, as defined in TS 38.331 [8].

	UE Radio capabilities
	O
	
	OCTET STRING
	UE-CapabilityRAT-ContainerList, as defined in TS 38.331 [8].


<text omitted>

CUtoDURRCInformation ::= SEQUENCE {


sCG-Config-Info


SCG-Config-Info

OPTIONAL,


uERadiocapabilities

UERadiocapabilities
OPTIONAL,

iE-Extensions



ProtocolExtensionContainer { { CUtoDURRCInformation-ExtIEs} } OPTIONAL,


...

}

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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