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1
Introduction
This paper responds to R3-180707.
2
Discussion

The endorsed CR in R3-180707 provides the following change on DDDS.

Not based on the latest TS 38.425
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	Highest Delivered NR PDCP SN Ind
	Highest Transmitted NR PDCP SN Ind
	Final Frame Ind.
	Lost Packet Report
	1

	Spare
	Highest Delivered Retransmitted NR PDCP SN Ind
	Highest Retransmitted NR PDCP SN Ind 
	Cause Report
	1


However, the based format on this DDDS is not from the latest TS 38.425. In the above version, Highest Delivered NR PDCP SN Ind and Highest Transmitted NR PDCP SN Ind was swapped. In order to align with the latest TS 38.425 and the original order even for retransmission parts, we propose to change the order of the added indications as below.

Based on the latest TS 38.425
	Bits
	Number of Octets

	7
	6
	5
	4
	3
	2
	1
	0
	

	PDU Type (=1)
	Highest Transmitted NR PDCP SN Ind
	Highest Delivered NR PDCP SN Ind
	Final Frame Ind.
	Lost Packet Report
	1

	Spare
	Highest Retransmitted NR PDCP SN Ind 
	Highest Delivered Retransmitted NR PDCP SN Ind
	Cause Report
	1


Proposal: It is proposed to swap the additional indications to align with the latest TS 38.425.

3
Conclusions
Proposal: It is proposed to swap the additional indications to align with the latest TS 38.425.

