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1   Description
At last SA2 meeting, SA2 agreed solutions in [1] and [2] for the paging prioritization for UEs in inactive state in the following cases:

· Xn/RRC paging triggered by DL signalling (NAS PDU or NGAP message)

· Xn/RRC paging triggered by User data

For Xn/RRC Paging by DL signalling, it is difficult for NG-RAN node to define the right paging strategy in the absence of more 5GC related information related to the UE and/or the PDU session such as the critical level of the MT signalling, the originating Network Function, related DNN, whether MPS is involved, etc..
This is why SA2 agreed in [1] to help the NG-RAN node by delivering the DL signalling to RAN with an indication of priority from 1 to 256 as described in section 5.4.6.2 of TS 23.501:

The CN assisted RAN paging information consists of a service priority (values 1-256) which provides AN with a way to understand how important the downlink signalling is. The AMF derives this service priority based on available information as described above. The method to derive the service priority is implementation depended and can be controlled by operator

The Core Network may provide the CN assisted RAN paging information to RAN in different occasions, e.g. during downlink N1 and N2 message delivery, etc. 
We propose to rename service priority into paging priority in our NGAP protocol which is more suitable for RAN (service agnosticity).

This Paging Priority must be included in the DL NAS Transport message (for NAS PDU transfer) and in all incoming messages of NGAP procedures which may be received with in ECM-connected state. The Text Proposal below makes a proposal for a list of such NGAP messages which are impacted.

Proposal 1: include a Paging Priority IE (values 1-256) in DL NAS Transport message and all relevant NGAP initiating messages.

For Xn/RRC Paging by user data, SA2 agreed in [2] a specific scheme for PPD (Paging Policy Differentiation) which avoids gNB to decode and translate the DSCP and keeps this decoding function in UPF only. This has been specified in section 5.4.3.2 of TS 23.501 as follows:
The SMF configures the UPF to put in different QoS flows traffic with different paging differentiation requirements and may indicate over N2 to the RAN the Paging Policy Indicator (PPI) for a QoS flow (QFI) of a PDU session. For a UE in RRC Inactive state the RAN may, based on this PPI indication associated with the QFI of an incoming DL PDU enforce specific paging policies applied in case of RAN paging.

The new SA2 solution for PPD is based on QCI instead and can be described in three steps:

· At PDU session setup, specific QoS flows are created for different DSCP values to differentiate them within the PDU session. For each of those QoS flows, a PPI is indicated (Paging Policy Indicator) by 5GC in the QoS profile;

· Incoming packets at the UPF have DSCP decoded at UPF and mapped onto relevant QoS flow;

· The gNB derives the paging policy of an incoming packet based on the received QFI and corresponding PPI value. 

The following update is needed to TS38.413 to implement the solution:

Proposal 2: include PPI in the QoS profile to enable Paging Policy Differentiation done by NG-RAN for RRC_ inactive state to be aligned with Paging Policy Differentiation in 5GC.

Proposals 1 and 2 are implemented through the Text Proposal for TS 38.413 here-below and the additional TP for 38.423 presented in [3].

2 
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8.2.1.2
Successful Operation
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Figure 8.2.1.2-1: PDU session resource setup: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE SETUP REQUEST message to the NG-RAN node.

-
The PDU SESSION RESOURCE REQUEST message shall contain the information required by the NG-RAN node to setup PDU session related NG-RAN configuration consisting of at least one PDU Session Resource for each PDU Session Resource to setup included in PDU Session Resource To Be Setup Item IE.

Upon reception of the PDU SESSION RESOURCE SETUP REQUEST message, and if resources are available for the requested configuration, the NG-RAN node shall execute the requested NG-RAN configuration and allocate associated resources over NG and over Uu for each PDU session listed in the PDU Session Resource To Be Setup Item IE. 
If the Priority Level IE is included in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
For each requested PDU session, if resources are available for the requested configuration, the NG-RAN node shall establish at least one or several Data Radio Bearers and associate each accepted QoS flow of the PDU session to a Data Radio Bearer established. 
For each PDU session successfully established the NG-RAN node shall pass to the UE the NAS-PDU IE, if available, and the value contained in the PDU Session ID IE received for the PDU Session. The NG-RAN node shall not send to the UE the NAS PDUs associated to the failed PDU sessions. 

For each PDU session the NG-RAN node shall store the transport layer address and the tunnel endpoint included in the PDU Session Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and use it as the uplink termination point for the user plane data for this PDU session.

For each PDU session, if the Additional Transport Layer Information IE is included in the PDU Session Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message, the NG-RAN node may forward the transport layer address and the tunnel endpoint to the S-NG-RAN node as the uplink termination point for the user plane data for this PDU session split in different tunnel.

For each PDU session for which the PDU Session Type IE is included in the PDU SESSION RESOURCE SETUP REQUEST message and is not set to “IPv4” nor “IPv6” [values FFS], the NG-RAN node shall not perform header compression for the concerned PDU session.

For each PDU session for which the S-NSSAI IE is included in the PDU SESSION RESOURCE SETUP REQUEST message the NG-RAN node shall store the Network Slice Selection Assistance Information corresponding to the concerned PDU session and use it as specified in TS 38.300 [8]. 

For each PDU session for which the Security Indication IE is included in the PDU SESSION RESOURCE SETUP REQUEST message and Integrity Protection Indication IE is set to “true”, the NG-RAN node shall perform user plane integrity for the concerned PDU session. Otherwise, the NG-RAN node shall not perform user plane integrity for the concerned PDU session.
For each PDU session in the PDU SESSION RESOURCE SETUP REQUEST message the NG-RAN node shall enforce the traffic corresponding to the received PDU Session Resource Aggregated Maximum Bit Rate IE. The NG-RAN node shall use the received Aggregate Maximum Bit Rate for the concerned PDU session and concerned UE as specified in TS 23.501 [9].
For each QoS flow requested to be setup the NG-RAN node shall take into account the received QoS Flow Level QoS Parameters IE. For each QoS flow the NG-RAN node shall establish or modify the resources according to the values of the Allocation and Retention Priority IE (priority level and pre-emption indicators) and the resource situation as follows: 

-
The NG-RAN node shall consider the priority level of the requested QoS flow, when deciding on the resource allocation.

-
The priority levels and the pre-emption indicators may (individually or in combination) be used to determine whether the QoS flow setup has to be performed unconditionally and immediately. If the requested QoS flow is marked as “may trigger pre-emption” and the resource situation requires so, the NG-RAN node may trigger the pre-emption procedure which may then cause the forced release of a lower priority QoS flow which is marked as “pre-emptable”. Whilst the process and the extent of the pre-emption procedure are operator-dependent, the pre-emption indicators shall be treated as follows:

1.
The values of the last received Pre-emption Vulnerability IE and Priority Level IE shall prevail.

2.
If the Pre-emption Capability IE is set to “may trigger pre-emption”, then this allocation request may trigger the pre-emption procedure.

3.
If the Pre-emption Capability IE is set to “shall not trigger pre-emption”, then this allocation request shall not trigger the pre-emption procedure.

4.
If the Pre-emption Vulnerability IE is set to “pre-emptable”, then this QoS flow shall be included in the pre-emption process.

5.
If the Pre-emption Vulnerability IE is set to “not pre-emptable”, then this QoS flow shall not be included in the pre-emption process.

6.
If the Priority Level IE is set to “no priority” the given values for the Pre-emption Capability IE and Pre-emption Vulnerability IE shall not be considered. Instead the values “shall not trigger pre-emption” and “not pre-emptable” shall prevail.

-
The NG-RAN node pre-emption process shall keep the following rules [FFS]:

1.
The NG-RAN node shall only pre‑empt QoS flows with lower priority, in ascending order of priority.

2.
The pre-emption may be done for QoS flows belonging to the same UE or to other UEs.

For each QoS flow which has been successfully established, the NG-RAN node stores the mapped E-RAB ID if included in the PDU Session Setup Request Transfer IE contained in the PDU SESSION RESOURCE SETUP REQUEST message and uses it as specified in TS 38.300 [8].
The NG-RAN node shall report to the AMF in the PDU SESSION RESOURCE SETUP RESPONSE message the result for each individual PDU session resource requested to be setup. In particular, for each PDU session resource successfully setup, it shall include the PDU Session Setup Response Transfer IE containing the following information: 

-
The list of QoS flows which have been successfully established in the QoS Flows Setup List IE.

-
The list of QoS flows which have failed to be established, if any, in the QoS Flows Failed to Setup List IE.

-
The transport layer address and tunnel endpoint to be used for the PDU session.
In case of splitting PDU session in UPF, the NG-RAN node shall report to the AMF in the PDU SESSION RESOURCE SETUP RESPONSE message the result for each individual PDU session resource setup in the S-NG-RAN node. It shall include the PDU Session Split In UPF Information Transfer IE containing the above information.

The list of PDU session resources which failed to be setup, if any, shall be reported in the PDU SESSION RESOURCE SETUP RESPONSE message with an appropriate cause value within the PDU Session Resource Setup Failed List IE. 

Upon reception of the PDU SESSION RESOURCE SETUP RESPONSE message the AMF shall, for each PDU session indicated in the PDU Session ID IE, transfer transparently the PDU Session Setup Response Transfer IE to each SMF associated with the concerned PDU session. In case the splitting PDU session is not used by the NG-RAN node, the SMF should remove the Additional Transport Layer Information, if any.
When the NG-RAN node reports unsuccessful establishment of a QoS flow, the cause value should be precise enough to enable the SMF to know the reason for an unsuccessful establishment.

Next change
8.2.2.2
Successful Operation


[image: image2.emf]NG-RAN node

PDU SESSION RESOURCE RELEASECOMMAND

PDU SESSION RESOURCE RELEASERESPONSE

AMF


Figure 8.2.2.2-1: PDU session resource release: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE RELEASE COMMAND message. 

The PDU SESSION RESOURCE RELEASE COMMAND message shall contain the information required by the NG-RAN node to release at least one PDU session in the PDU Session Resource Release List IE. If a NAS-PDU IE is contained in the message, the NG-RAN node shall pass it to the UE.

Upon reception of the PDU SESSION RESOURCE RELEASE COMMAND message the NG-RAN node shall execute the release of the requested PDU sessions. For each PDU session to be released the NG-RAN node shall release the corresponding resources over Uu and over NG. 
If the Priority Level IE is included in the PDU SESSION RESOURCE RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
The NG-RAN node shall, if supported, report in the PDU SESSION RESOURCE RELEASE RESPONSE message location information of the UE in the User Location Information IE.

After sending a PDU SESSION RESOURCE RELEASE RESPONSE message containing a PDU Session ID within the PDU Session Resource Release List IE, the NG-RAN node shall be prepared to receive a PDU SESSION RESOURCE SETUP REQUEST message requesting establishment of a PDU session with this PDU Session ID.

If the User Location Information IE is included in the PDU SESSION RESOURCE RELEASE RESPONSE message, the AMF shall handle this information as specified in TS 23.501 [9].

Editor’s Note:
Further details are FFS.

Next change
8.2.3.2
Successful Operation
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Figure 8.2.3.2-1: PDU session resource modify: successful operation

The AMF initiates the procedure by sending a PDU SESSION RESOURCE MODIFY REQUEST message to the NG-RAN node.

-
The PDU SESSION RESOURCE MODIFY REQUEST message shall contain the information required by the NG-RAN node, which may trigger the NG-RAN configuration modification for the existing PDU sessions listed in the PDU Session Resource Modify Request Item IEs IE.

Upon reception of the PDU SESSION RESOURCE MODIFY REQUEST message, if the NG-RAN configuration is triggered to be modified and if resources are available for the modified NG-RAN configuration, the NG-RAN node shall execute the configuration modification for the requested PDU session. 
If the Priority Level IE is included in the PDU SESSION RESOURCE MODIFY REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
For each PDU session included in the PDU Session Resource Modify Request Item IEs IE:
-
For each QoS flow included in the QoS Flows Add Or Modify Request List IE, based on the QoS Flow Level QoS Parameters IE, the NG-RAN node may establish, modify or release the Data Radio Bearer configuration and may change allocation of resources on NG or Uu accordingly. The NG-RAN node shall associate each QoS flow accepted to setup or modify with a Data Radio Bearer of the PDU session. The associated Data Radio Bearer for the QoS flow accepted to modify may not change.

-
For each QoS flow included in the QoS Flows Release Request List IE, the NG-RAN node shall de-associate the QoS flow with the previously associated Data Radio Bearer.

-
The NG-RAN node shall pass the NAS-PDU IE received for the PDU session to the UE when modifying the PDU session configuration. The NG-RAN node does not send the NAS PDUs associated to the failed PDU sessions to the UE. 
-
The NG-RAN node may change allocation of resources on NG according to the requested target configuration.
-
If the PDU Session Aggregated Maximum Bit Rate IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall use the received Aggregate Maximum Bit Rate for the concerned PDU session and concerned UE as specified in TS 23.501[9].
-
If the UL Transport Layer Information IE is included in the PDU Session Resource Modify Request Transfer IE, the NG-RAN node shall update the transport layer information for the uplink data accordingly for the concerned PDU session.
The NG-RAN node shall report to the AMF, in the PDU SESSION RESOURCE MODIFY RESPONSE message, the result for each PDU session requested to be modified listed in the PDU SESSION RESOURCE MODIFY REQUEST message:

-
For each PDU session which is successfully modified, the PDU Session Resource Modify Response Transfer IE shall be included to report [FFS]: 

1. 
The list of QoS flows which have been successfully setup or modified, if any, shall be included in the QoS Flows Add Or Modify List IE in case the PDU Session Resource Modify procedure is triggered by QoS flow setup or modification.
2. 
The list of QoS flows which have failed to be setup or modified, if any, shall be included in the QoS Flows Failed To Add Or Modify List IE in case the PDU Session Resource Modify procedure is triggered by QoS flow setup or modification.

3. 
The list of QoS flows which have been successfully released, if any, shall be included in the QoS Flows Release List IE in case the PDU Session Resource Modify procedure is triggered by QoS flow to be released.

4. 
The list of QoS flows which have failed to be released, if any, shall be included in the QoS Flows Failed To Release List IE in case the PDU Session Resource Modify procedure is triggered by QoS flow to be released.

-
For each PDU session which failed to be modified, the failure cause shall be included in the Cause IE for each PDU session within the PDU Session Failed To Modify List IE.
For a PDU session or a QoS flow which failed to be modified, the NG-RAN node shall fall back to the configuration of the PDU session or the QoS flow as it was configured prior to the reception of the PDU SESSION RESOURCE MODIFY REQUEST message.

Next change
8.3.3.2
Successful Operation
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Figure 8.3.3.2-1: UE context release: successful operation

The AMF initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the NG-RAN node. 

The UE CONTEXT RELEASE COMMAND message shall contain the UE NGAP ID Pair IE if available, otherwise the message shall contain the AMF UE NGAP ID IE.

Upon reception of the UE CONTEXT RELEASE COMMAND message, the NG-RAN node shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message. 
If the Priority Level IE is included in the UE CONTEXT RELEASE COMMAND message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
Editor’s Note:
the applicability of the Priority Level IE to this procedure is still FFS.

If the User Location Information IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall handle this information as specified in TS 23.502 [10].

If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RELEASE COMPLETE message, the MME shall, if supported, store it and may use it for subsequent paging. [FFS]
Editor’s Note:
Further details are FFS.

Next change
8.3.4.2
Successful Operation
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Figure 8.3.3.2-1: UE context modification: successful operation

Upon receipt of the UE CONTEXT MODIFICATION REQUEST message the NG-RAN node shall
-
store the received Security Key IE, take it into use and associate it with the initial value of NCC as defined in TS xx.xxx [xx]. [FFS pending SA3]
-
store the UE Security Capabilities IE and take them into use together with the received keys according to TS xx.xxx [xx]. 

-
store the Subscriber Profile ID for RAT/Frequency Priority IE and use it as defined in TS yy.yyy [yy]. [FFS pending RAN2]

If the Priority Level IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
If the UE Aggregate Maximum Bit Rate IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall [FFS]
-
replace the previously provided UE Aggregate Maximum Bit Rate by the received UE Aggregate Maximum Bit Rate in the UE context;

-
use the received UE Aggregate Maximum Bit Rate for non-GBR Bearers for the concerned UE.

If the RRC Inactive Assistance Information IE is included in the UE CONTEXT MODIFICATION REQUEST message, the NG-RAN node shall, if supported, store this information in the UE context and use it for the RRC-INACTIVE state decision and configuration for the UE and RAN paging if any for a UE in RRC-INACTIVE state, as specified in TS 38.300 [8].
The NG-RAN node shall report, in the UE CONTEXT MODIFICATION RESPONSE message to the AMF, the successful update of the UE context.

If the Emergency Fallback Indicator IE is included in the UE CONTEXT MODIFICATION REQUEST message, it indicates that the concerned UE Context is subject to emergency service fallback as described in TS 23.501 [9] and the NG-RAN node may, if supported, take the appropriate mobility actions.

After sending the UE CONTEXT MODIFICATION RESPONSE message, the procedure is terminated in the NG-RAN node.

Editor’s Note:
Further details are FFS.

Next change
8.6.2.2
Successful Operation
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Figure 8.6.2.2-1: Downlink NAS transport

If the AMF only needs to send a NAS message transparently via the NG-RAN node to the UE and a UE-associated logical NG-connection exists for the UE or if the AMF has received the RAN UE NGAP ID IE in an INITIAL UE MESSAGE message, the AMF shall send a DOWNLINK NAS TRANSPORT message to the NG-RAN node including the NAS message as a NAS-PDU IE. If the UE-associated logical NG-connection is not established, the AMF shall allocate a unique AMF UE NGAP ID to be used for the UE and include that in the DOWNLINK NAS TRANSPORT message; by receiving the AMF UE NGAP ID IE in the DOWNLINK NAS TRANSPORT message, the NG-RAN node establishes the UE-associated logical NG-connection.
If the Priority Level IE is included in the DOWNLINK NAS TRANSPORT message, the NG-RAN node may use it to determine a priority for paging the UE in RRC_INACTIVE state.
The NAS-PDU IE contains an AMF – UE message that is transferred without interpretation in the NG-RAN node.

If the Handover Restriction List IE is contained in the DOWNLINK NAS TRANSPORT message, the NG-RAN node shall store this information in the UE context. The NG-RAN node shall use the information in the Handover Restriction List IE if present in the DOWNLINK NAS TRANSPORT message to:

-
determine a target for subsequent mobility action for which the NG-RAN node provides information about the target of the mobility action towards the UE;

-
select a proper SCG during dual connectivity operation.
If the Handover Restriction List IE is not contained in the DOWNLINK NAS TRANSPORT message and there is no previously stored handover restriction information, the NG-RAN node shall consider that no roaming and no access restriction apply to the UE.

If the Subscriber Profile ID for RAT/Frequency Priority IE is included in the DOWNLINK NAS TRANSPORT message, the NG-RAN node shall, if supported, use it as defined in TS 38.300 [8]. [FFS pending on decision on SPID]
Editor’s Note:
Further details are FFS.

Next change
9.2.1.1
PDU SESSION RESOURCE SETUP REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to assign resources on Uu and NG-U for one or several PDU Session Resources.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O 
	
	9.3.3.x
	
	YES
	reject

	NAS-PDU
	O [FFS]
	
	9.3.3.4
	
	YES
	reject

	PDU Session Resource to be Setup List
	
	1
	
	
	YES
	reject

	>PDU Session Resource to be Setup Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI 
	O
	
	9.3.1.35
	
	-
	

	>>PDU Session Setup Request Transfer
	M
	
	9.3.1.11
	
	YES
	ignore


	Range bound
	Explanation

	
	


Next change
9.2.1.3
PDU SESSION RESOURCE RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to release already established PDU Session Resources for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O
	
	9.3.3.x
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	PDU Session Resource Release List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Release Item IEs
	
	1..<maxnoofPDUSessionResources>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	YES
	reject

	>>S-NSSAI 
	O
	
	9.3.1.35
	
	YES
	reject

	>>PDU Session Release Command Transfer
	M
	
	9.3.1.14
	
	YES
	reject


	Range bound
	Explanation

	
	


Next change
9.2.1.5
PDU SESSION RESOURCE MODIFY REQUEST

Editor’s Note:
Further details FFS.

This message is sent by the AMF and is used to request the NG-RAN node to enable modifications of already established PDU sessions for a given UE.

Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O
	
	9.3.3.x
	
	YES
	reject

	PDU Session Resource Modify Request List
	
	1
	
	
	YES
	reject

	>PDU Session Resource Modify Request Item IEs
	
	1..<maxnoofPDUSessions>
	
	
	EACH
	reject

	>>PDU Session ID
	M
	
	<ref>
	
	-
	

	>>PDU Session Resource Modify Request Transfer 
	M
	
	9.3.1.16
	
	-
	

	>>NAS-PDU
	O
	
	9.3.3.4
	
	-
	

	>>S-NSSAI [FFS]
	O
	
	9.3.1.35
	
	-
	


	Range bound
	Explanation

	maxnoofPDUSessions
	Maximum no. of PDU sessions allowed towards one UE. Value is FFS.


Next change
9.2.2.5
UE CONTEXT RELEASE COMMAND

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to request the release of the UE-associated NG-logical connection over the NG interface.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	CHOICE UE NGAP IDs
	M
	
	
	
	YES
	reject

	>UE NGAP ID pair
	
	
	
	
	
	

	>>UE NGAP ID Pair
	M
	
	9.3.3.3
	
	
	

	>AMF UE NGAP ID
	
	
	
	
	
	

	>>AMF UE NGAP ID
	M
	
	9.3.3.1
	
	
	

	Priority Level
	O
	
	9.3.3.x
	
	YES
	reject

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


Editor’s Note:
the applicability of the Priority Level IE to this procedure is still FFS.
Next change
9.2.2.7
UE CONTEXT MODIFICATION REQUEST

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF to provide UE Context information changes to the NG-RAN node.
Direction: AMF ( NG-RAN node

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O
	
	9.3.3.x
	
	YES
	reject

	Security Key
	O
	
	<ref>
	[FFS]
	YES
	reject

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	[FFS]
	YES
	ignore

	UE Aggregate Maximum Bit Rate
	O
	
	<ref>
	
	YES
	ignore

	UE Security Capabilities
	O
	
	<ref>
	
	YES
	reject

	RRC Inactive Assistance Information
	O
	
	9.3.1.26
	
	YES
	ignore

	Emergency Fallback Indicator
	O
	
	9.3.1.38
	
	YES
	reject


Next change
9.2.5.2
DOWNLINK NAS TRANSPORT

Editor’s Note:
Message structure and IEs need further checking and completion. Further details FFS.

This message is sent by the AMF and is used for carrying NAS information over the NG interface.
Direction: AMF ( NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	Priority Level
	O
	
	9.3.3.x
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	reject

	Handover Restriction List
	O
	
	<ref>
	
	YES
	ignore

	Subscriber Profile ID for RAT/Frequency Priority
	O
	
	<ref>
	FFS
	YES
	ignore


Next change
9.3.3.x
Priority Level
This information element contains the service priority as defined in TS 23.501 [9]. 
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Priority Level
	M
	
	INTEGER (1..256)
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